
SCALE:  1:50
SOUTH ABUTMENT ELEVATION - REMOVALS
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STAGE 2 REMOVALS
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STAGE 1 REMOVALS
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REMOVE THIS RAILING  PANEL
AND CONCRETE CURB IN STAGE

2 REMOVALS. SEE NOTE 3.

REMOVE BARRIER
WALL AND GUARD RAIL

REMOVE SIDEWALK,
CURB AND RAILING

REMOVE BARRIER
WALL AND GUARD RAIL

DEMOLISH MASK WALL (±320 x
800). EXISTING BARS WILL

BE CUT LEVEL TO DEMOLITION
LIMITS

REMOVE TWO RAILING  PANELS
AND CONCRETE CURB IN STAGE 1
REMOVALS. SEE NOTE 3.

REMOVE BARRIER
WALL AND GUARD RAIL

REMOVE SIDEWALK,
CURB AND RAILING

REMOVE BARRIER
WALL AND GUARD RAIL

DEMOLISH MASK WALL (±320 x
800). EXISTING BARS WILL
BE CUT LEVEL TO DEMOLITION
LIMITS

SAWCUT 25mm @ 10° AT
OLD AND NEW CONCRETE
INTERFACE TO PROVIDE
CLEAN EDGE (TYP)

APPROX. TOP OF
SLOPE PAVING TO BE

DEMOLISHED (TYP)

E
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DEMOLISH 145mm BELOW TOP
OF ABUTMENT WALL AS

SHOWN

DEMOLISH 145mm BELOW TOP
OF ABUTMENT WALL AS
SHOWN
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REMOVE CONC. 50 mm DEEP BY
±890 WIDE TO ACCOMMODATE
COLUMN MODIFICATIONS , FULL
HEIGHT OF PILE CAP. DO NOT
OVER EXCAVATE AND
UNDERMINE PILE CAP. TYPICAL
EXTERIOR PILE CAPS ONLY.

EL. ±226.771

EL. ±231.792 EL. ±232.005 EL. ±231.936 EL. ±231.860 EL. ±231.799
EL. ±231.870 EL. ±231.918 EL. ±231.996

EL. ±233.208 EL. ±233.374 EL. ±233.371

EL. ±233.199

EXISTING ROADWAY SLAB
TO REMAIN

EXISTING BARRIER
CURB TO BE REMOVED

EXISTING ABUTMENT
WALL TO REMAIN

EXISTING METAL DOOR
REMOVE AND REPLACE

WITH NEW

EXISTING PEDESTRIAN
RAIL AND CURB TO BE
REMOVED

REMOVE EXISTING HPC
CONCRETE AND ROOF SLAB

TO 25mm BELOW TOP MAT
REINFORCING (TYP)

REMOVE EXISTING 100
THICK CONCRETE SLOPE
PAVING AND SIDEWALK

E
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SECTION
CONCRETE REMOVALS
SCALE:  1:50

EXISTING GUARD RAIL
TO BE REMOVED
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ABUTMENT FOOTING
(BEYOND)
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SOUTH RAIL CURB - REMOVAL
SCALE:  1:20

EXISTING REINFORCING
TO REMAIN (TYP)

REMOVE EXISTING
RAIL (TYP)

REMOVE EXISTING HPC
CONCRETE AND ROOF SLAB
MINIMUM 25mm BELOW TOP

MAT REINFORCING (TYP)

CL BEARING

±4
50

±950

CUT EXISTING 13M AND 19M
REBAR FLUSH WITH

DEMOLITION FACE

EXISTING CURB

SAWCUT CONCRETE 25MM
AT DEMOLITION LIMIT TO
PROVIDE CLEAN EDGESTONE FACING

REMOVE 75MM STONE
FACING FROM FRONT AND
SIDES OF MASK WALL. TO

ENABLE CONCRETE
REMOVALS. REMOVE MIN.
REQUIRED TO COMPLETE

CONCRETE REMOVALS

±800

F
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SECTION - REMOVAL
SCALE:  1:20

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC 1:50

2103510-SVB DD-BR-ABUT06.dwg

TH

MB

SF

BE

X:
\P

ro
j\2

02
1\

21
03

51
00

0-
St

 V
ita

l B
rid

ge
 o

ve
r R

ed
 R

iv
er

 P
D

\0
9.

 C
AD

\0
7 

Sh
ee

ts
\S

tru
ct

ur
al

\D
et

ai
le

d 
D

es
ig

n\
21

03
51

0-
SV

B 
D

D
-B

R
-A

BU
T0

6.
dw

g 
   

  L
as

t S
av

ed
: 1

2/
15

/2
02

2 
11

:0
1 

AM
   

by
  A

Sc
ot

t  
   

Pl
ot

te
d:

 1
2/

15
/2

02
2 

11
:0

3 
AM

  b
y 

Al
la

n 
Sc

ot
t

IS
O

 A
1 

- 5
94

m
m

 x
 8

41
m

m

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC
992103510-SVB DD-BR-ABUT06.dwg

99

BRIDGE REHABILITATION
ABUTMENT REMOVALS - SOUTH ABUTMENT 2 OF 4
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DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM
ELEV

HOR SCALE
VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
CITY FILE NUMBER

244

54-006
228.166 m

Tblt. in S. face of E. Conc. pier in 1st row of Conc. piers
N. of S. end of St. Vital Bridge over Red River,
N. of Kingston Row, 5 m W. of E. end of Pier.

DRAWING NUMBER

ST. VITAL TWIN BRIDGE OVER THE RED RIVER
REHABILITATION AND RELATED WORKS

TENDER No. 615-2022

Certificate of Authorization
MORRISON HERSHFIELD

No. 1736

ENGINEERS
GEOSCIENTISTS
MANITOBA

B116-24-

ISSUED FOR TENDER0 22/11/24 BAP
NOV 24, 2022

LEGEND:

TYPE 1:  REMOVE TO 25mm BEYOND FRONT MAY OF
     REINFORCEMENT.

TYPE 3:  REMOVE TO EXTERIOR FACE OF 
     REINFORCEMENT.

TYPE 2:  FULL DEMOLITION.

GENERAL NOTES:

1. PILES NOT SHOWN FOR CLARITY.
2. REMOVALS TO BE COMPLETE WHEN DECK IS REMOVED FROM CARRIAGE

WAY PRIOR TO POURING NEW DECK.
3. THE AREA SHALL REMAIN FULLY FENCED TO PREVENT PUBLIC ACCESS

UNTIL ALL RAILINGS ARE RECONSTRUCTED.
4. PERFORM DEMOLITION ON ONE BEARING SUPPORT COLUMN AT A TIME.
5. PERFORM DEMOLITION OF COLUMNS STARTING FROM THE TOP, MOVING

TOWARDS THE BASE.
6. IF DISCOVERED THAT EXISTING REINFORCEMENT IS SEVERELY CORRODED

OR BROKEN, INFORM CONTRACT ADMINISTRATOR IMMEDIATELY.
7. CONTRACTOR TO UNDERTAKE DELAMINATION SURVEY WITH RESIDENT

ENGINEER OF AREAS NOT BEING FULLY OR PARTIALLY RECONSTRUCTED TO
CONFIRM EXTENTS OF DEFECTS.

1 REVISED FOR ADDENDUM 1 22/12/13 BAP
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