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2311 STA = 2+012.62 BACK OF NORTH GOULET STREET - NORTHyUTH BIKE LANE 231 1 CONSTRUCTION NOTES:
’ ELEV = 230.730 SIDEWALK BACK OF CURB '
) STA = 2404847 (3.35 m OFFSET) 1. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE WORKS AS
231.0 STA = 2+012.62 NORTH GUTTER = : 231.0 PER SD-228C.
ELEV = 230.728 ELEV = 230.585
BACK OF CURB SOUTH BIKE LANE 2. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
230.9 (8.5 m OFFSET) BACK OF CURB STA = 2+068.66 230.9 REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
' (6.4 m OFFSET) ELEV = 230.514 . SPECIFICATIONS.
230.8 230.8 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
STA = 2+068.66 WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
ELEV = 230.472 THE FIELD.
230.7 230.7
J / 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
—— R -0.699,, Y & FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LIMITS OF
230.6 \m -0.359% _6 -0.350 230.6 CONSTRUCTION.
. — . 0
. ——— | 5. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN THE FIELD
230.5 . B 230.5 BY THE CONTRACTOR.
STA = 2+012.62 —. —_—_035% | —
——
230.4 ELEV = 230.667 . . -0.350¢ o —_— 230.4 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
. c—0 . CONTRACT ADMINISTRATOR.
—_—
230.3 STA = 2+048.47 2303 7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
. ELEV = 230.482 . PRIOR TO INSTALLATION.
STA = 2+068.66
230.2 230.2 8. ALL DIMENSIONS ARE TO BACK OF CURB.
STA = 2+048.47 ELEV = 230.411
EX GROUND AT ELEV = 230415 9. LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
230.1 CONTROL LINE 230.1 FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.
GOULET CONTROL LINE STA =2+068.66
ELEV = 230.344 10. ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
230.0 230.0 PITS AND WATER SHUT OFF VALVES TO GRADE.
11. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
229.9 229.9 TOP OF CURB ELEVATION, AS REQUIRED.
12. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT,
ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
BACK OF SOUTH GOULET STREET - SOUTH NECESSARY.
2311 SIDEWALK — — 2311
13. FOR ROAD RECONSTRUCTIONS, INSTALL 6 m OF 150 mm SUBDRAIN
2310 EX SOUTH BACK REHABILITATION | MILL AND FILL 231.0 TO CATCH BASINS IN BOTH DIRECTIONS PARALLEL TO ROADWAY
. — GOULET CONTROL LINE OF SIDEWALK ' AS PER SD-245 AND CAP ENDS.
230.9 N 230.9 14. FOR ROAD RECONSTRUCTIONS, ALL SERVICES NEED TO BE
N INSULATED. ADDITIONALLY, ALL CATCH BASINS, MANHOLES AND
LEAD PIPES LOCATED WITHIN 2.0 m OF A RESIDENTIAL SERVICE
230.8 ™ 230.8 MUST BE INSULATED TO PROTECT THE SERVICE FROM POTENTIAL
No— FUTURE FREEZING.
\\
230.7 | T 230.7 15. FOR ROAD RECONSTRUCTIONS, CURB REVEAL SHALL BE 180 mm
—. —_— UNLESS NOTED OTHERWISE. FOR ROAD REHABILITATIONS, CURB
L . - STA = 2+048.47 REVEAL SHALL BE 150 mm UNLESS NOTED OTHERWISE.
2306 o ——069% ELEV = 230.415 230.6 o
——— . - :
———_0699y TT——. STA = 2+068.66
230.5 L —_ FIEV= 230344 230.5 REMOVALS / RELOCATES O
— .
\\\\ —_ L4 \ .
230.4 ———i —_— -0.35% 230.4 REMOVALS / RELOCATES (BY OTHERS) O
EX SOUTH GUTTER e —— _ O O T —
230.3 SOUTH GUTTER -0.35% 230.3 ADJUSTMENTS O
BACK OF CURB
230.2 (3.35 m OFFSET) STA= 7706856 230.2 ADJUSTMENTS (BY OTHERS)
STA = 2+052.05 ELEV = 230.321
230.1 ELEV = 230.323 230.1
STA = 2+060.00 ABBREVIATIONS: SYMBOLS:
230.0 ELEV = 230.351 230.0 -, HYDRO MANHOLE
(e CNCRETE "), TELEPHONE MANHOLE
229.9 229.9 TYP TYPICAL ©.,; TRAFFIC SIGNAL SPLICE PIT
2+025 2+050 2+075 EX EXISTING @ WATER VALVE
MH MANHOLE <> HYDRANT
WV WATER VALVE /  CURB STOP
EL ELEVATION
cB CATCH BASIN c GASVALVE
cP CATCH PIT ®, HYDRO POLE
- — of CURB INLET # ° HYDRO POLE WITH LIGHT
! cL CONTROL LINE o . STREET LIGHT
REHABILITATION MILL AND FILL SL STREET LIGHT
| EX NORTH | | TS TRAFFIC SIGNAL > TRAFFIC SIGNAL
' PROPERTY LINE 6 HYDRO w n *  SIGNAL CONTROL BOX
' m CURBLESS 07 |12/ VAULT/MH | " BELLMTS PEDESTAL
‘o] TREE
/é\ SIDEWALK 07 |12/ APPROACH CAUTION:
. 07 112 INDICATOR STRIP 3 MONOLITHIC GAS : n J$L IRON PROPERTY BAR
. 07 |12 CONC. MEDIAN . < HYDRO GUY ANCHOR
REMOVE / GRAN ASP
EX OHSS J O METRIC
A\ l GOULET ST
WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
o 0
et ®
= S WARNING
N N
<' < IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
E E USED FOR EXCAVATION ON THIS PROJECT THE
.. .. CONTRACTOR MUST:
L L
= = 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
T = - T LOCATION OF EXCAVATION.
O B O
'3: I 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
> > COMPANY INSTALLATIONS SEE PROVINCIAL
- REGULATION 210/72 FOR DETAILS.
3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.
MATCH EX
s b GRADES (TYP)
BARRIER CURB INSTALL 1.9 m OF 250 |
. SD-205 PVC CB LEAD AND | .
I MONOLITHIC CONCRETE CONNECT TO EX MH ‘ I
CONCRETE SIDEWALK BULLNOSE SD-227C (TYP) )
SD-228A (TYP) <
WATER MAIN RENEWAL =
SEE SHEETS 20 AND 21 INSTALL CB PER SD-024 ‘
NSTALL CB PER SD-024 PRELIMINARY ONLY
X SOUTH PROPERTY LINE - NOT FOR CONSTRUCTION
WATERMAIN __1sows CONCRETE ROAD — X — ¢ PROFILE — — — B.M. gES'GNED TUH/MRD ENGINEER’S_,SEAl °
ELEV. ‘ @
LAND DRAINAGE SEWER  |__ 300 DS ASPHALT ROAD B E— NORTH,/WEST GUTTER UNDERGROUND STRUCTURES N THE CITY OF WINNIPEG
WASTE WATER SEWER 250 WWs CONC ROAD W/ASP OVERLAY o —— SOUTH/EAST GUTTER _—— DRAWN \\\\\\\\\\\\ — '\ PUBLIC WORKS DEPARTMENT
HYDRO HYDRO CONCRETE SIDEWALK | —— % | NORTH/WEST MED. GUTTER | — — — B TJH VVII]_’[]lPeg
BELLMTS BELLMTS ASPHALT PATH ~——@® | SOUTH/EAST MED. GUTTER |====== — | SUPV- U/G STRUCTURES DATE CHECKED
S CAS 10 A5 LANDSCAPING FEATURE |2~ 1) = |  NORTH/WEST DCH | =——=--— i VRO DILILON REGIONAL STREET RENEWAL PROGRAM o e 107
TS ——— - i —
— TRAFFIC SIGNALS [ _ _TS._ _ GRASS/SOD v v v SOUTH/EAST DITCH APPROVED B CONSULTING 2023 GOULET STREET REHABILITATION AND poppren e
B STREET LIGHTS S.L. ELEVATION NORTH,/WEST SIDEWALK LOCATION OF UNDERGROUND STRUCTURES AS BY ol DES MEURONS RECONSTRUCTION 07 30
O MANHOLE ° PROPERTY LINE — —— || SOUTH/EAST SIDEWALK | == mmmm == | ZVRINABLE. BT ND CUARANTEE (o GIVEN
THAT ALL EXISTING UTILITIES ARE SHOWN OR HOR. SCALE  AS NOTED RELEASED FOR CONSTRUCTION
[] CATCH BASIN [ ] _ CURB RAMP s THAT THE_GIVEN LOCATIONS ARE EXACT. CONSULTANT DRAWING NUMBER
CONFIRMATOL OF |EXITTENGE AND EXACT CONSULTANT PROJECT NUMBER GOULET ST - PLAN-PROFILE
\V4 CATCH PIT v - DETECTABLE TILE oD AN Feem e SRR NREALMISTES | A | ISSUED FOR TENDER 23/03/15| DBW | VERTICAL AS NOTED
BEFORE PROCEEDING WITH CONSTRUCTION. 22-4677 (STA. 2+010 TO 2+085)
EXISTING LEGEND—PLAN PROPOSED | EXISTING LEGEND—PLAN PROPOSED | EXISTING LEGEND—PROFILE PROPOSED NO. | REVISIONS DATE BY DATE DATE
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