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DES MEURONS STREET - WEST CONSTRUCTION NOTES:
231.6 231.6
EX GROUND AT 1. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE WORKS AS
231.5 CONTROL LINE EX WEST BACK 231.5 PER SD-228C.
_ OF SIDEWALK 2. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
2314 STA = 1+050.00 STA = 1+066.13 231.4 REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
. ELEV = 230.985 ELEV = P31.085 . SPECIFICATIONS.
CONTROL LINE WEST BACK OF SIDEWALK
231.3 STA = 1+078.40 STA = 1+091.71 231.3 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
S EV = 231 doa ELEV = 231071 STA = 1+103.70 WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
2312 ELEV = 231.050 231 THE FIELD.
' STA = 1+035.98 ) 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
9311 ELEV = 230.831 0311 FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LIMITS OF
) N ) CONSTRUCTION.
STA = 1+029.50 9 ) 0.17%
9310 ELEV = 230.864 C—_— 2310 5. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN THE FIELD
) o . BY THE CONTRACTOR.
ELEV = 230.742 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
230.9 230.9 CONTRACT ADMINISTRATOR.
STA = 1+103.70
7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
230.8 ) ELEV = 230.933 230.8 PRIOR TO INSTALLATION.
230.7 0.63% STA =1+066.13 STA = 1+097.93 230.7 8. ALL DIMENSIONS ARE TO BACK OF CURB.
= e ] ELEY = 230.883 STA = 1+085.70 ELEV = 230.847 9. LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
230.6 ESLTE'?/ = 1;2208'82 ELEV = 230.786 230.6 " FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.
STA = 1+029.51 = 230.
STA = 1+017.99 ELEV = 230.710 EXWEST GUTTER 10. ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
230.5 X 230.5 PITS AND WATER SHUT OFF VALVES TO GRADE.
ELEV = 230.638 STA = 1+035.98 WEST GUTTER
ELEV = 230.678 11. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
230.4 230.4 TOP OF CURB ELEVATION, AS REQUIRED.
12. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT,
ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
9316 DES MEURONS STREET - EAST 2316 NECESSARY.
EX GROUND AT
CONTROL LINE 13. FOR ROAD RECONSTRUCTIONS, INSTALL 6 m OF 150 mm SUBDRAIN
231.5 EX EAST BACK 2315 TO CATCH BASINS IN BOTH DIRECTIONS PARALLEL TO ROADWAY
OF SIDEWALK AS PER SD-245 AND CAP ENDS.
231.4 STA = 1+066.13 STA = 1+091.71 231.4 14. FOR ROAD RECONSTRUCTIONS, ALL SERVICES NEED TO BE
ELEV = 231.065 ~ ELEV = 231.071 INSULATED. ADDITIONALLY, ALL CATCH BASINS, MANHOLES AND
CONTROL LINE STA = 1+078.40 LEAD PIPES LOCATED WITHIN 2.0 m OF A RESIDENTIAL SERVICE
231.3 STA = 1+050.00 ELEV = 231.004 231.3 MUST BE INSULATED TO PROTECT THE SERVICE FROM POTENTIAL
STA = 1+2033())58938 ELEV = 230.985 STA = 1+103.70 FUTURE FREEZING.
ELEV = 1 ELEV = 231.050
231.2 231.2 15. FOR ROAD RECONSTRUCTIONS, CURB REVEAL SHALL BE 180 mm
STA = 1+029.50 UNLESS NOTED OTHERWISE. FOR ROAD REHABILITATIONS, CURB
2311 ELEV = 230.864 . 231.1 REVEAL SHALL BE 150 mm UNLESS NOTED OTHERWISE.
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30. — v T 30. ADJUSTMENTS (BY OTHERS)
230.6 . \ STA = 1+035.98 230.6
ESLTS —:122377-22 ELEV = 230.685 EAST GUTTER ABBREVIATIONS: SYMBOLS:
2305 : STA = 1402163 2305 ), HYDRO MANHOLE
ELEV = 230.757 CONC CONCRETE . TELEPHONE MANHOLE
ASP ASPHALT
230.4 230.4 Typ TYPICAL -~ TRAFFIC SIGNAL SPLICE PIT
1+000 1+025 1+050 1+075 1+100 1+125 EX EXISTING ® WATER VALVE
MH MANHOLE <> HYDRANT
WV WATER VALVE ~  CURB STOP
EL ELEVATION .
| - CB CATCH BASIN G GASVALVE
| | I | ‘ I g | cP CATCH PIT °, HYDRO POLE
[ CONCRETE SIDEWALK gl - Cl CURB INLET &~ HYDRO POLE WITH LIGHT
! | — CAUTION: TRAFEIC INSTALL CB PER SD-024 SD-228A (TYP) CAUTION: TRAFEIC | CL CONTROL LINE s « STREET LIGHT
Lo SIGNALS CONTROLLER C/W AP-011 AND AP-012 : SL STREET LIGHT
| L] | RIM = 230.678, INV = 229.078 EX WEST pR‘C)PERTY LINE SIGNALS CONTROLLER TS TRAFFIC SIGNAL ® > TRAFFIC SIGNAL
| Rl | B ' % SIGNAL CONTROL BOX
| ] e T e INSTALL 12.0 m OF 250 PVC INSTALL CB PER SD-024 | BELLMTS PEDESTAL
S | o 2288 (TYP) CB LEAD AND CONNECT C/W AP-011 AND AP-012— ~ 'NSTALL 12.0 m OF 250 PVC | ) TREE
- ; e S B TO EX 375LDS RIM = 230.786, INV = 229.186 CB LEAD AND CONNECT ‘ it “  IRON PROPERTY BAR
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1 | oy o WARNING
‘ 1 “‘ IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
- o \ - WAT(;EX_ K i S ! RN ‘ - . — USED FOR EXCAVATION ON THIS PROJECT THE
GRADES (TYP 7 WATER MAIN RENEWAL S S o . J CONTRACTOR MUST:
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! | T o T R e RN :'_ § e ! LOCATION OF EXCAVATION.
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- o | — — ‘ —_ COMPANY INSTALLATIONS SEE PROVINCIAL
8 CONCRETE | R It - - REGULATION 210/72 FOR DETAILS.
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