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          GENERAL NOTES:

1. LOCATE AND PROTECT ALL UNDERGROUND UTILITIES PRIOR TO 
COMMENCING CONSTRUCTION.

2. REPAIR ALL SOD DAMAGE AS A RESULT OF CONSTRUCTION, TO 
PRIOR CONSTRUCTION CONDITIONS.

3. REMOVE ALL EXCAVATED TREE PIT MATERIAL AWAY FROM THE 
SITE.

4. THE CITY RESERVES THE RIGHT NOT TO AWARD ALL THE 
CONSTRUCTION COMPONENTS.  SEE QUOTATION DOCUMENTS FOR 
FURTHER INFORMATION.

5. IN AREAS SHOWN TO BE NATURALIZED, THE EXISTING GRASS 
WILL BE ALLOWED TO GROW TALL.  DURING THE TWO YEAR 
MAINTENANCE PERIOD, THE CONTRACTOR SHALL NOT DRIVE ON 
THESE AREAS, WHILE PERFORMING THE WATERING COMPONENT, 
OF THE TWO YEAR MAINTENANCE PROGRAM.

6. STAKE THE LOCATION OF ALL TREE PLANTINGS PRIOR TO 
EXCAVATING THE TREE PITS, AND HAVE CONTRACT 
ADMINISTRATOR APPROVE THE LOCATIONS.

7. SEE DRAWINGS L-2 AND L-3 FOR HARD LANDSCAPING 
REQUIREMENTS.

      KEN RECH LANDSCAPE ARCHITECTS INC.
1480   Wellington   Crescent         Winnipeg    Manitoba
Fax 489-6852               R3N 0B3           Tel(204) 489-6616

DRAWN BY

CHECKED

FILE NO.

SCALE

DATE

REVISION

SHEET NO.

PROJECT TITLE

DRAWING TITLE

NO. REVISIONS BY DATE

DR. MORLEY R. KARE 
PARK

SITE PLAN &
LANDSCAPE IMPROVEMENTS

L-1
1:1000K. RECH

03-14A

JAN. 30, 2004

RELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION
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VIEWING 
PLATFORM NO: 4
SEE DTLS. 
1,2,3,4,5, L-2

VIEWING 
PLATFORM NO: 3
SEE DTLS. 
1,2,3,4,5, L-2

VIEWING 
PLATFORM NO: 1
SEE DTLS. 
1,2,3,4,5, L-2
              

VIEWING 
PLATFORM NO: 2
SEE DTLS. 
1,2,3,4,5, L-2

EXISTING LOOKOUT TO BE 
RECONSTRUCTED.  SEE DTLS. 6, 
7, 8, 9 L-2

EXISTING SOCCER FIELD. 
REMOVE EXISTING GOAL POSTS 
AND REPAIR SOD DAMAGE.  NEW 
MOVABLE GOAL POSTS TO BE 
SUPPLIED AND INSTALLED BY THE 
CITY.

REMOVE EXISTING GRAVEL PAVING AND 
TIMBER EDGE.  INSTALL TOPSOIL AND SOD. 
15 x 30 METRE AREA.

RELOCATE TWO EXISTING BENCHES.
REPAIR SOD DAMAGE

SHADED AREAS INDICATE GRASS TO BE 
ALLOWED TO NATURALIZED (NO CUTTING)

NEW INTERLOCKING PAVING 
ENTRANCE PAVING.
SEE DTL. 1 L-3.

NEW INTERLOCKING PAVING 
ENTRANCE PAVING.
SEE DTL. 3 L-3.

LANDSCAPE PLAN
Scale: 1:1000
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SHORELINE

NEW TREE PLANTING LEGEND:
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EXISTING SOCCER FIELD. 
REMOVE EXISTING GOAL POSTS 
AND REPAIR SOD DAMAGE.  NEW 
MOVABLE GOAL POSTS TO BE 
SUPPLIED AND INSTALLED BY THE 
CITY.

60 OAK SEEDLINGS

18 HACKBERRY 
SEEDLINGS

NEW INTERLOCKING PAVING 
ENTRANCE PAVING. 
SEE DTL 2 L-3

3 Siberian Larch

TWICE THE DIAMETER 
OF THE ROOTBALL
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3mm DIA. (11GAUGE) GALVANIZED WIRE

2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK 
GREEN.  TWO PER TREE.

WATERING BASIN 75 MM DEEP

REMOVE BURLAP FROM TOP OF ROOTBALL

TOPSOIL MIXTURE

PACK SOIL UNDER ROOTBALL TO PREVENT 
SETTLEMENT

SUBGRADE

100 mm DEPTH OF WOOD CHIP 
MULCH

TREE PIT / PLANTING DETAIL1
L1


