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RELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION

EXISTING STONE 
MONUMENT

BROKEN LINE INDICATES 
APPROX. GRADE SLOPE.  
LOWER GRADE TO 2% SOPE.

NEW PATIO ELEVATIO TO BE BASED ON 2% 
SLOPE UP FROM THE EXISTING GRADE BY THE 
STONE MONUMENT.

ROMAN STONE RETAINING WALL.

2% SLOPE

EXISTING DEDICATION PLAZA - CROSS SECTION
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VIEWING PLATFORM - LAYOUT PLAN
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CAP 100mm ABOVE PAVING STONES

ONE LAYER ABOVE PAVING STONES

TWO LAYERS ABOVE PAVING STONES

PISA 2 ROMAN STONE RETAINING WALL.  MINIMUM 
ONE FULL LAYER BELOW TOP OF PAVING STONES.  
WALL IS 2 LAYERS HIGH AT ENDS AND 3 LAYERS 
HIGH AT CENTRE (TALLEST POINT).

BENCH - CENTRE IN PATIO, 200 mm FROM WALL AT 
CORNERS

STEP WALL UP WITH GRADE AT EACH END.

USE CIRCLE BUNDLE FOR STARTING PAVING 
PATTERN

BROKEN LINE INDICATES SNAP EDGE PAVING RETAINER.  SECURE 
WITH 250mm LONG SPIKES, 300 mm ON CENTRE.

LEAVE 100 mm GAP IN TOP OF WALL FOR DRAINAGE.  
DRAINAGE OPENING TO ALIGN IN CENTRE OF BLOCK BELOW, 
AND NOT ON JOINT BETWEEN TWO BLOCKS.

BARKMAN PISA 2 ROMAN STONE RETAINING WALL.  TOP OF 
WALL TO BE LEVEL WITH PAVING STONES.  CAP TO BE 
INSTALLED ABOVE PAVING STONES.  MINIMUM ONE FULL 
LAYER BELOW GRADE. WALL HEIGHT IS 2 LAYERS HIGH AT 
ENDS, AND 3 LAYERS HIGH AT CENTRE (DEEPEST POINT)

2%SLOPE

BARKMAN VICTORIAN PAVERS, DESERT BUFF COLOUR,
STANDARD BUNDLE, LAID IN RUNNER PATTERN, IN 
CONCENTRIC CIRCULAR SHAPES.  USE CIRCLE BUNDLE 
FOR STARTING SHAPE.  INSTALL PAVING WITH A 2% 
CROSS SLOPE DIRECTED TO DRAINAGE HOLE.

   850

850

DIRECTION OF EXISTING LAND SLOPE

2%SLOPE

5 DWARF BURNINGBUSH.  INSTALL IN 600 mm WIDE SHRUB BED, 
300 mm DEPTH MIXED TOPSOIL, C/W 100 mm DEPTH OF WOOD 
CHIP MULCH.

EXISTING CONTOUR LINE - SHAPE VARIES FROM LOCATION 
TO LOCATION

CONCEPTUAL NEW CONTOUR LINE SHAPE.

1200 LEVEL

1200 LEVEL

ACCESS POINT.  1200 mm WIDE 
RELATIVELY LEVEL GRADE.  MAXIMUM 3% 
CROSS SLOPE.

LIMIT OF GRADING AND NEW SOD.  TAPER NEW SOD 
GRADES INTO EXISTING SURROUNDING GRADES 
GENTLEY, TO PERMIT EASY GRASS CUTTING.

ACCESS POINT

SOD

EXISTING DIRECTION OF SLOPE

VIEWING PLATFORM - LANDSCAPE PLAN
Scale: 1:50
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2% SLOPE

SLOPE NEW GRAVEL WALK DOWN TO NEW PATIO 
ELEVATION. 

SLOPE NEW GRAVEL WALK TO MEET 
FLUSH NEW WITH NEW PATIO 
ELEVATION.  150 mm DEPTH GRAVEL 
PAVING.

PISA 2 ROMAN STONE RETAINING WALL.  MINIMUM 
ONE FULL LAYER BELOW TOP OF PAVING STONES.  
WALL IS 1 LAYER HIGH PLUS CAP AT ENDS AND 3 
LAYERS HIGH PLUS CAP AT CENTRE (TALLEST 
POINT).

2 BENCHES TO BE FIELD LOCATED.

USE CIRCLE BUNDLE FOR STARTING PAVING 
PATTERN

ONE LAYER HIGH PLUS CAP.  TOP OF CAP TO BE 
100 mm ABOVE TOP OF PAVING STONES.

TWO LAYERS PLUS CAP.

THREE LAYERS PLUS CAP.

NEW PATIO TO BE INSTALLED AT EXISTING GRAVEL 
ELEVATION BY STONE MONUMENT.  SLOPE UP AT 2% TO 
OPPOSITE SIDE OF PATIO.  INSTALL ROMAN STONE 
RETAINING WALL TO STABILIZE SLOPE.

EXISTING STONE MONUMENT TO BE 
PROTECTED

BARKMAN VICTORIAN PAVERS, DESERT BUFF COLOUR,
STANDARD BUNDLE, LAID IN RUNNER PATTERN, IN 
CONCENTRIC CIRCULAR SHAPES.  USE CIRCLE BUNDLE 
FOR STARTING SHAPE.  INSTALL PAVING WITH A 2% 
CROSS SLOPE DIRECTED TOWARDS THE STONE 
MONUMENT.

APPROX. SHAPE OF EXISTING PATIO

EXISTING DEDICATION PLAZA - NEW LAYOUT
Scale: 1:50
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NEW PLAZA WILL BE LOWERED APPROX. 300-400 mm 
ON THIS SIDE OF PLAZA.  NEW ROMAN STONE 
RETAINING WALL WILL BE INSTALLED TO STABILIZE 
THE GRADE ADJUSTMENTS, SIMILIAR TO DETAIL 3-L2.

BROKEN LINE INDICATES SNAP EDGE PAVING RETAINER.  SECURE 
WITH 250mm LONG SPIKES, 300 mm ON CENTRE.

NOTE:  SEE DETAILS 7 & 8 SHEET L-3 FOR 
EXISTING SITE PHOTOS OF THIS PLAZA AREA.

2% SLOPE TO DRAINAGE  OPENING IN CAP

CUT NEW SOD FLUSH INTO 
EXISTING GRADE

BROKEN LINE INDICATES EXISTING 
GRADE.  SLOPE VARIES FROM ONE SITE 
TO ANOTHER.

VIEWING PLATFORM - CROSS SECTION
Scale: 1:20
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SOD C/W 75 mm DEPTH TOPSOIL 
BASE

100 mm DEPTH WOOD CHIP MULCH

300 mm DEPTH, MIXED TOPSOIL

BROKEN LINE INIDICATES FILTER 
FABRIC 

WALL BEYOND

INTERLOCKING PAVERS

SAND LEVELLING BASE

19 mm DIAMETER, COMPACTED 
CRUSHED LIMESTONE DOWN

COMPACTED SUB-GRADE
NOTE:  GRAVEL BASE TO EXTEND MIN. 
150 mm PAST BOTH EDGES OF THE 
WALL, AT BASE OF WALL

CAP STONE.  CANTILEVER 
25 mm.

WALL STONE.

BARKMAN PISA 2 ROMAN STONE RETAINING WALL, DESERT BUFF 
COLOUR.  GLUE ALL LAYERS OF WALL TOGETHER WITH DOUBLE 
BEAD OF ADHESIVE.  PROVIDE DOUBLE BEAD OF ADHESIVE ON 
BOTTOM OF CAPPING STONES, AS WELL AS BETWEEN CAPPING 
STONES.  CONTRACTOR TO PROVIDE 5 YEAR WARRANTY ON 
UNGLUING OR SEPARATION OF STONES.

VIEWING PLATFORM - UPPER WALL SECTION
Scale: 1:10

3
L2

25

10
0

MIN. 150
WIDTH OF PLATE COMPACTOR15

0

45°

NOTE: REMOVE TONGUE FROM STONE 
WHERE DRAINAIGE OPEINING IS LOCATED.

VIEWING PLATFORM - LOWER WALL SECTION
Scale: 1:10
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9 LITTLELEAF LILAC.  INSTALL IN 
800 mm WIDE SHRUB BED, 300 
mm DEPTH MIXED TOPSOIL, C/W 
100 mm DEPTH OF WOOD CHIP 
MULCH.

LIMIT OF GRADING AND NEW SOD.  
TAMPER NEW SOD GRADES INTO 
EXISTING SURROUNDING GRADES 
GENTLEY, TO PERMIT EASY GRASS 
CUTTING.

NEW PLAZA

STONE MONUMENT

SOD

SOD

EXISTING DEDICATION PLAZA - LANDSCAPE PLAN
Scale: 1:100
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EXISTING GRAVEL WALKWAY APPROX. 2400 mm 
WIDTH.

REMOVE APPROX. 5 SMALL 
SHRUBS.  REPAIR SOD DAMAGE.

PROTECT EXISTING STONE 
MONUMENT.

APPROX. OUTLINE OF EXISTING 
GRAVEL PATIO, TO BE LOWERED 
AND PAVED WITH INTERLOCKING 
PAVING STONES.

APPROX. LOCATION OF NEW 
INTERLOCKING PAVED PATIO.

EXISTING GRAVEL WALKWAY, APPROX. 1800 mm WIDE.

REMOVE TWO BENCHES.  
FILL HOLES WITH 
COMPACTED SAND.

EXISTING GRAVEL WALKWAY APPROX. 2400 mm 
WIDTH.

12 WOODEN BOLLARDS TO BE REMOVED.  FILL 
IN HOLES WITH SAND AND REPAIR SOD 
DAMAGE. RELOCATE TO NEW STREET 
ENTRANCE PLAZAS AND DELIVER SURPLUS 
BOLLARDS TO CITY WORKS YARD.

PROTECT EXISTING STONE 
MONUMENT.

APPROX. OUTLINE OF EXISTING 
GRAVEL PATIO, TO BE LOWERED 
AND PAVED WITH INTERLOCKING 
PAVING STONES.

EXISTING GRAVEL WALKWAY, APPROX. 1800 mm WIDE.

APPROX. LOCATION OF NEW 
INTERLOCKING PAVED PATIO.

EXISTING DEDICATION PLAZA - DEMOLITION PLAN
Scale: 1:100
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EXISTING PLAZA IS TO BE LOWERED 
APPROX. 300 - 400 mm ON THIS SIDE OF 
PLAZA.


