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to be field determined

RELOCATE TWO EXISTING 
WOOD BOLLARDS

RELOCATE EXISTING STEEL BOLLARD, 
AND INSTALL NEW FOOTING

SALVAGED CHAIN REINSTALLED

EXISTING CHAIN

BROKEN LINE INDICATES APPROX. LOCATION 
OF EXISTING WALK.  NEW WALK LOCATION 
TO MATCH EXISTING LOCATION AND BE FIELD 
APPROVED.

BARKMAN VICTORIAN PAVERS, DESERT BUFF 
COLOUR, STANDARD BUNDLE CONFIGURATION, LAID 
IN RUNNER PATTERN, PARALLEL ROWS TO RIGHT 
EDGE.

LARGE RECTANGLE SOLDIER COURSE ALONG 
OUTSIDE EDGE.

175

BROKEN LINE INDICATES SNAP 
EDGE PAVING RESTRAINT

CITY STREET CURB
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EXISTING WOOD 
BOLLARD AND CHAIN

SALVAGED WOOD BOLLARDS AND 
CHAIN REINSTALLED

ADJUST AND REPAIR EXISTING 
GRAVEL WALK TO LINE UP WITH 
NEW PAVING

EXISTING BOLLARD

BLOSTEIN     BAY

BLOSTEIN BAY PARK ENTRANCE PLAN
Scale: 1:50
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NOTE:  S0D REPAIRS ARE CONSIDERED 
INCIDENTAL TO PAVING INSTALLATION.

BLOSTEIN BAY PARK ENTRANCE PHOTO
Scale: 1:50
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NORTH MEADOW DRIVE EAST PARK ENTRANCE PHOTO
Scale: 1:50
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CITY WALK EDGE

LINE UP WITH EDGE OF CITY WALK LEADING TO 
STREET

EXISTING WOOD BOLLARD AND CHAIN

TWO SALVAGED 
WOOD BOLLARDS 
AND CHAIN - 
REINSTALLED

EXISTING SIGN

RELOCATE EXISTING STEEL BOLLARD TO 
CENTRE OF WALKWAY AND INSTALL NEW 
FOOTING.

RELOCATE TWO EXISTING WOOD 
BOLLARDS C/W NEW CHAIN

300

BROKEN LINE INDICATES APPROX. LOCATION 
OF EXISTING WALK.  NEW WALK LOCATION 
TO MATCH EXISTING LOCATION AND BE FIELD 
APPROVED.

SEE DETAIL 1- L3 FOR INTERLOCKING PAVING TYPES.

NORTH MEADOW DRIVE WEST PARK ENTRANCE PLAN
Scale: 1:50
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NOTE:  S0D REPAIRS ARE CONSIDERED 
INCIDENTAL TO PAVING INSTALLATION.

NORTH MEADOW DRIVE WEST PARK ENTRANCE PHOTO
Scale: 1:50
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NOTE:  S0DDING REPAIRS ARE 
CONSIDERED INCIDENTAL TO PAVING 
INSTALLATION.

EXISTING TREE

EXISTING CHAINED VEHICLE GATE

EXISTING BOLLARD

REMOVE EXISTING FIRE 
DAMAGED WOOD BOLLARD

INSTALL 2 SALVAGED WOOD 
BOLLARDS AND CHAIN

SUPPLY AND INSTALL 150 mm DEPTH 
GRANULAR PAVING

RELOCATE TWO EXISTING WOOD 
BOLLARDS

SEE DETAIL 1-L3 FOR INTERLOCKING PAVING TYPES.

NEW INTERLOCKING 
PAVING

EXISTING GRAVEL 
VEHICLE ACCESS

INSTALL SALVAGED
 WOOD BOLLARD

NORTH MEADOW DRIVE EAST PARK ENTRANCE PLAN
Scale: 1:50
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EXISTING BOLLARD

R 8500

EXISTING DEDICATION PLAZA PHOTO
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EXISTING DEDICATION PLAZA PHOTO
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