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PROPOSED TECK 90 CABLE IN  CONDUIT

CONSTRUCTION NOTES :

1. Confirm Layout On Site With Contractor Administrator
Prior To Construction.

2. All Measurements And Dimensions In Metric.

(APPROX. 25M)

LIGHT STANDARD & LUMINARIE
(SEE SPEC. REF. E-8 & DETAIL C)

ELECTRICAL SPECIFICATION
  
1.) Scope of Work - The contract shall include the furnishing of labour,

new material, equipment and service necessary and reasonably
implied and incidental to the complete installation of the electrical work
shown on the plans and specifications. Supply and install all devices
required for the complete approved system, operating to the
complete satisfaction of the Consultant.

2.) Laws, Rules, Ordinances and Inspections - The entire electrical
installation shall comply with the latest edition of the Canadian
Electrical Code and with the provincial and municipal laws, rules
and ordinances. Prepare and submit to the proper authorities all
necessary permits and pay all permit fees.

3.) Drawings - The Electrical Contractor shall carefully examine
all drawings related to the work to be certain that the work under
this contract can be carried out and prior, to the submission of
his/her tender, report at once to the Contract Administrator
any defect, discrepancy, omission or Interference affecting
the work of this section or the guarantee of same.

4.) Identification - Install designatory lettering on all electrical equipment

5.) The Electrical Contractor shall guarantee the satisfactory operation
of all work and apparatus included and installed under this section
of the Specification for a period of 12 months after acceptance
of final completion.

Backfill (See Notes)

Finished Grade

Cable Marker Tape

Teck 90 Cable
Encased In 
Conduit

Sand Backfill

CABLE TRENCH DETAIL
N.T.S.

127mm (5") dia. 4.57m (15') High Round
Steel Light Standard Powder Coated
Same Colour As Luminarie
Base Cover

Bolt Projection - 45-50mm

Cast In Place Concrete Pile
Shall Be Sulfate Resistant
Type 50 Having A 28 Day
Compressive Strengh Of 30 Mpa

19x600 Anchor Bolts

Min. 38mm Dia. Rigid PVC
Conduit Sleeve C/W. Pull Cord

25M Rebar, 1700mm Long

DETAIL C (Light Standard Detail)
N.T.S.
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Grade
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00

400

60
0

15
0

150

NOTES:

1. Backfill Trench With Clean Earth
Fill To 100mm Of The Surface,
Then Backfill With Topsoil And
Sod To Match Surface Grade


