
APPENDIX A- TEST LOGS
 Location
 Summary of Results
 Test Logs
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TESTHOLE 119.1

Project Name: 2004 City of Winnipeg Street Renewal program Date Dri f  f  ed: December 22,2003
Depth of Testhole: 2.0 mClient: UMA Engineering Ltd.

Site: Burrows Avenue WB
Testhole Location: 1.5 m S of curb.

Logged by: Robert  Hochkievich
3.5 m W of 608 Burrows Ave. east house l ine

THE
NATIONAT
TESTN{G
TABORATO

Water Content
f/t
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Ground Surface
HOT MIX ASPHALT
- 76 mm thick, good condit ion'$i.$'i,9..1:

.:.iI.:+ri;i.F CONCRETE
- 130 mm thick, poor condit ion
CLAY FILL
- dark brown, trace gravel, trace sand

CLAY
- brown, moist,  f i rm, high plast ic i ty,  t race si l t  inclusions

Frozen to a depth of 0.7 m below grade.
End of testhole at 2.0 m below grade.



TESTHOLE 119.2

Project Name: 2004 Gity of Winnipeg Street Renewal program

Client:  UMA Engineering Ltd.
Site: Burrows Avenue W/B

Date Drif led: December 22,2003
Depth of Testhole: 2.0 m
Logged by: Robert Hochkievich

Testhole Location: 1.5 m s of curb, 3.5 m E oI 642 Burrows Ave. west house tine
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Subsurface Profile Laboratory Testing

Moisture Content (%)
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HOT MIX ASPHALT
- 39 mm thick, good condition

CONCRETE
- 96 mm thick, poor condition
20 mm GRANULAR BASE
- 50 mm thick, sand and gravel

CLAY FILL
- dark brown, trace gravel, trace sand

SILT
- tan, moist, soft, low plasticity

CLAY
- b."own, moist, firm, high plasticity, trace
sil t  inclusions

Frozen to a depth of 0.7 m below grade.
End of testhole at 2.0 m below grade.



TESTHOLE 119.3

Project Name: 2004 City of Winnipeg Street Renewal program

Client:  UMA Engineering Ltd.
Site: Burrows Avenue WB

NBOMTORI_ES-
LIMITf,D -

Date Dri f  f  ed: December 22,2003
Depth of Testhole: 2.0 m
Logged by: Robert  Hochkievich

Testhole Locat ion: 1.5 m s of curb,2.5 m E of 665 Burrows Ave. west house l ine

THE
NATIONIT
TEST-ING

Laboratory Testing

Water Content
(%)

0 20 40 60 80 100

Ground Surface
HOT MIX ASPHALT
- 75 mm thick, good conditionr .  q  r . - ;  c . i - . , = :,:A.s:;.t.s:

/:i.'.+1.i.-
::i..9.:;,!.+:CONCRETE

- 175 mm thick, poor condit ion

SILT
- tan, damp, soft, low plasticity
- moist below 0.9 m
- some clay below 1.1 m

Frozen to a depth of 0.7 m below grade.
End of testhole at 2.0 m below qrade.



TESTHOLE 1194

Project Name: 2004 City of Winnipeg Street Renewal Program
Client:  UMA Engineering Ltd.
Site:  Burrows Avenue WB
Testhole Locat ion: 1.5 m S of curb, 1.5 m E of 697 BurrowsAve.

Date Dri l f  ed: December 22,2003
Depth of Testhole: 2.0 m
Logged by: Robert  Hochkievich
west house l ine

Depth
(m) Symbol

Subsurface Profile

Description

Ground Surface

CONCRETE
- 191 mm thick, poor condit ion

CLAY FILL
\,- dark brown, trace sand, trace gravel

CLAY
- dark brown , frozen

SILT
- tan, damp, soft, low plasticity, trace clay

CLAY
- brown, moist, firm, high plasticity, trace silt inclusions

Frozen to a depth of 0.7 m below grade.
End of testhole at 2.0 m below grade.
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HOT MIX ASPHALT
- 37 mm thick, good condit ion



TESTHOLE 119-5

Project Name: 2004 City of Winnipeg Street Renewal Program
Glient:  UMA Engineering Ltd.
Site: Burrows Avenue W/B
Testhole Locat ion: 1.5 m S of curb, 1.5 m E of 725 Burrows Ave.

Date Dri f  f  ed: December 22,2003
Depth of Testhole: 2.0 m
Logged by: Robert  Hochkievich
west house l ine

THE
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TABOMTO
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Subsurface Profile Laboratory Testing

Depth
(m) Symbol Descript ion

Water Content
(%)
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Ground Surface
t - - -HOT MIX ASPHALT

- 63 mm thick, good condit ion.eii.'Fi,!.'1:
5:U..nt..'..d;
i$:J.'O:.1.?.O- CONCRETE

- 125 mm thick, poor condit ion

CLAY FILL
- dark brown, trace sand, trace gravel

,%,

SILT
- tan, moist, soft, low plasticity, trace clay

CLAY
- brown, moist,  f i rm, high plast ic i ty,  t race si l t  inclusions

Frozen to a depth of 0.7 m below grade.
End of testhole at 2.0 m below orade.



TESTHOLE 119-6

Project Name: 2004 City of Winnipeg Street Renewal Program Date Drilled: December 22,2003
Glient: UMA Engineering Ltd. Depth of resthole: 2.0 m
Site: Burrows Avenue wB Logged by: Robert Hochkievich
Testhole Location: 1.5 m S of curb, in line with west house line of 759 Burrows Ave.

Subsurface Profile Laboratory Testing

Depth
(m) Symbol Description Moisture Gontent (%)
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HOT MIX ASPHALT

\- 52 mm thick, good condition /
CONCRETE
- 218 mm thick, good condit ion

CLAY FILL
- dark brown, trace sand, trace gravel

SILT
- tan, moist, soft, low plasticity, trace clay

Frozen to a depth of 0.7 m below grade.
End of testhole at2.0 m below grade.


