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WIRE

2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK 
GREEN.  TWO PER TREE.

WATERING BASIN 75 MM DEEP

REMOVE BURLAP FROM TOP OF ROOTBALL

TOPSOIL MIXTURE

PACK SOIL UNDER ROOTBALL TO PREVENT 
SETTLEMENT

SUBGRADE

100 mm DEPTH OF WOOD CHIP 
MULCH

TREE PIT / PLANTING DETAIL
Scale: 1:25
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CONCRETE SIDEWALK
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2 FLUSH MOUNT BENCHES 
BOLTED TO TOP OF CONCRETE 
PAVING.

4 INGROUND MOUNT BENCHES.  
INSTALL IN 300mm DIA. X 600MM DEEP 
CONCRETE FILLED HOLE.

4 BOCCIE BALL COURTS.  BROKEN LINE INIDCATED BARKMAN "I-CON PAVER" SET FLUSH 
INTO EXISTING GRASS.  SAWCUT EXISTING GRASS TO CREATE TRENCH FOR PAVERS.  SET 
ON SAND LEVELLING BASE.  INSTALL SAND BACKFILL ALONG SIDES OF PAVERS TO 
SECURE PAVERS.  MAXIMIMU SPACE ON SIDES OF PAVERS NOT TO EXCEED 12mm ON 
EACH SIDE.  SEE DTL. 3-L3.

PATIO - SEE DTL. 4,5-L3

PLANTING BEDS "B" - SEE DTL. 1-L5

PLANTING BEDS "A" 
- SEE DTL. 1-L5

PLANTING BED "C" - 
SEE DTL. 2-L5

PLANTING BED "D" 
- SEE DTL. 3-L5 PLANTING BED "E" - 

SEE DTL. 4-L5

PLANTING BED "F" - 
SEE DTL. 5-L5

NEW WATER SERVICE BOX.
SEE DTL.

6 AMERICAN BASSWOOD 
TREES

EXISTING 
TREES

EXISTING 
TREES

EXISTING 
TREES

SITE PLAN
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ICON PAVER EDGE SET ON 
SAND LEVELLING BASE, 
INSTALLED FLUSH WITH 
EXISTING GRASS.

  
MAX. 12 

EXISTING 
GRASS

I-CON PAVER EDGE SECTION
Scale: 1:10
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125 mm THICK, PATTERNED CONCRETE, 
REINFORCED WITH 10m R-BAR, @ 600 mm 
O.C., BOTH WAYS, MIN. 50 mm COVER.

100 mm DEPTH, 19mm DIA. COMPACTED 
CRUSHED LIMESTONE DOWN.COMPACTED SUB-GRADE

WOOD CHIP MULCH

MIXED TOPSOIL

SHRUB BED/CONCRETE PATIO SECTION
Scale: 1:20
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125mm THICK 
PATTERNED 
CONCRETE PATIO

PATIO LAYOUT
Scale: 1:200
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