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Existing Tee to be replaced

Existing Tee to be Removed

Existing Starter's Building

Asphalt Parking Lot

Existing Sprinkler to be Relocated

Existing Sprinkler to be Relocated

Existing Sprinkler to be Relocated

+

150 - Meyer Lilac, plant along 
length of Parking Lot, 1200mm 
O.C.

Existing Chainlink Fence

Tee Surface

Existing Asphalt Cart Path to be Removed

+

+

+

+

+

+

+

+
+

+

+

+

+

+
+

+
+

+
+

+
+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+
+

+
+

+
+

+
+

+

+
+

+
+

+
+

+

+
+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+
+

+
+

+
+

+
+

+

+
+

+ +

+

+

+ +

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+0.0

+

+

+

+

+

+

+

+

+

+

+

Shrub Bed, 350mm Depth Compacted 
Planting Soil. '2x6' PT Timber 
Edger, with 50x50x900mm Length 
Stakes, 900mm O.C. 100mm Depth 
Tree Mulch Topping50

mm

50mm

7
5
mm

50mm

50
mm

7
5
mm

50mm

Relocated Sprinkler (typ.)
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200 Depth Tee Mix (install in 100mm lifts)

350mm Depth Planting Bed Mix

Compacted Clean Fill (98% Proctor Density)

Existing Grade

200x200mm Pt Timber Edger c/w 
50x50x900mm PT Timber Stakes, 450mm 
O.C. Bottom of Edger to be 50mm below 
grade on 150mm Compacted Granular 
Base

Existing Grade

Tee Mix shall consist of 80% 
sharp sand and 20% by volume 
organic matter, having a pH range 
of 6.0 to 7.5 and a salinity 
rating of less than 1.5 mmhos/cm. 
It shall be free clay lumps, 
stones, roots, rhizomes or other 
deleterious material.

1%

Upper Tee
(1%max.)

Transition
Slope

(20%max.)

Lower Tee
(1%max.)

Planting / Rip Rap
Slope

1%

Transition
Slope

(20%max.)

49 - Daylily

51- Hughes Juniper

62 - Frobel Spirea

200x200 PT Timber Header

PT Timber Steps

Tee Surface16.6

+0.85

+0.65

+1.35

+1.25

+0.0

1.0%

swale 1.0%

450mm DIA. Granite Boulder Rip 
Rap,1/4DN Limestone Infill.
Rip Rap to be subcut, 100mm below 
grade.

9.3

9.
3

Asphalt Cart Path - 75mm Depth 
Asphalt on 200mm Compacted Granular 
Base
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NOTES:

1. Asphalt Paving shall conform to City of Winnipeg 
specification CW3410-R5
2. Sodding shall conform to City of Winnipeg 
specification CW3510-R5
3. Supply and Installation of Topsoil and Shrub Bed Mix 
shall conform to CW 3540
4. Granular Cart Paths shall conform to City of Winnipeg 
specification CW3150-R3
5. Irrigation work shall conform to City of Winnipeg 
specification CW3530-R3
6. Earthwork and grading shall conform to City of 
Winnipeg specification CW3170-R3
7. Clearing and grubbing work shall be conform to City 
of Winnipeg specification 3020-R4

1.0%

Sod

16.6

+0.30

1.0%

+0.21




