
250 mm Ø. x 4000 mm  Pile. 
4 - 15M Vert. Full Length 
10M Ties @ 400 o/c

1. Concrete:  Type 50 Cement, 30
MPa MAX. Aggregate, 6% +/- 1% Air,
80mm +/- 25mm Slump, 75mm Cover
to CAN/CSA A23.1

2. Reinforcing:  400 MPa for 15M Bars,
300 MPa for 10M Bars. To CAN/CSA
G30.18.

300 x 300 x 200 reinf. concrete pile cap, 25 mPa 
concrete 4- 15M Top & Bottom each way. Set top 
of cap to extend 35mm above top of finished 
grade. 

KIM Vandal Proof Bollard, c/w Concrete Shaft, 
and Black Dual Function Luminaire

Ensure Pile Cap and Pile are Formed for Electrical 
Conduit and Mounting Hardware; as per 
Manufacturers Specifications

Concrete; Ground Finish
Double Soldier Course, Endicott Paver, Full 
Module Brick, colour: Manganese Ironspot

200Wx200D Concrete Curb, c/w 10M 
Reinforcing Steel

Compacted Granular Base.

COMPACTED SUBGRADE

Sand Leveling Course
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150mm Depth Lean Concrete

Endicott Pavers, Full Module Brick, colour: 
Manganese Ironspot

200Wx200D Concrete Curb, c/w 10M 
Reinforcing Steel

Compacted Granular Base.

COMPACTED SUBGRADE

25mm Depth Sand Leveling Course
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Compacted Topsoil

(Trim Back and Slit Burlap)
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150Wx200D Concrete Curb
c/w 10M Reinforcing Steel

150 150

75mm Depth Bark Mulch

SUB GRADE

450 min.

Depth of Planting shall be as per Original 
Growing Condition

Fasten Trunk to Support Structure 
with Foam TiesCedar Tree Support

(4) 50x50 Cedar Stakes and Rails fastened 
with Brass Screws, sized to fit. Stakes Driven 
900mm into Ground

Endicott Pavers

150mm Depth Compacted 
Granular Base (beneath 
curb)

150Wx200D Concrete Curb
c/w 10M Reinforcing Steel

(Trim Back and Slit Burlap)

Depth of Planting shall be as per Original 
Growing Condition

Scarify Subgrade to 150mm Depth
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26 - Dwarf Winged Euonymus, 
plant 1000mm O.C.

27 - Silveri Daylily, plant 400mm O.C.

30 - Karl Forester Feather Grass, plant 
400mm O.C.

+

+

40 - Silveri Daylily, plant 400mm O.C.

20 - Blue Fescue, plant 300mm O.C.

45 - Canadian Border Patrol Daylily 
plant 400mm O.C.
5 - Amur Cherry

33 - Froebel Spirea, plant 1000mm O.C.

32 - Karl Forester Feather Grass, plant 
400mm O.C.

5 - Canadian Border Patrol Daylily 
plant 400mm O.C.

5 - Canadian Border Patrol Daylily 
plant 400mm O.C.

OR

A. SECTION LETTER OR DETAIL NUMBER

B. DRAWING WHERE SECTION OR DETAIL IS DRAWN

DRAWING WHERE SECTION OR DETAIL 
WAS INDICATED

SECTION OR DETAIL SHOWN ON

REVISIONS / ISSUE

SCALE:

SMM DWG NO. OR FILE REFERNCE

LANDSCAPE ARCHITECT'S STAMP DESIGNED:

DWG. DESCRIPTION:

PROJECT:

CLIENT:

SAME DRAWING

DATE:

REV:

A A
B

SM
M

 F
IL

E 
N

O
.:

24
"x

36
"

APPROVED:

DRAWN:

NO. D / M / Y DESCRIPTION BY

CLIENT DWG. NO.

BY:

CHECKED:

BY:

CHECKED:

GERALD LYNCH PARK - SITE REDEVELOPMENT

AS SHOWN June 10, 2004

L4

0

D.M. / M-B.PD.M. / M-BP

D.M.

SCATLIFF + MILLER + MURRAY
landscape architecture urban design golf course architecture

8th floor 44 princess street, winnipeg, mb., r3b 1k2, tel: 204.943.4144  fax: 204.943.4126

CITY OF WINNIPEG
Property, Planning and Development Dept.

DETAILS AND PLANTING PLAN

LOCATION

SITE

ASSIN
IBOINE

 RIVE
R

W
ELLING

TO
N

GATE
GATE

GATE
EAST

AVE

G
ERARD

OOK

ST 
NO

RQ
U AY

CR

W
ILM

O
T PL

WARDLAW

STRADBR

MC

ST

MOSTYL

ROSLYN

SP
EN

C
E

C
O

LO
N

Y

RO
SL

YN

PL

RNE

O
SBO

N
ST

EVERG
REEN

CR

ST

OSBORNE
BRIDGES

PL
NASSAU

RIVER

RD

ASSI

BA
LM

O
R

A
L

KEY PLAN

2
Scale: NTS

Concrete with Endicott Paver Inlay - Section
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Bollard Light Detail
L4
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Unit Pavers on Lean Concrete Base - Section
L4
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Deciduous Tree Planting - Section
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Planting Plan
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