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SOUTH END

Elev: 100.00

Elev: 99.85

75mm Depth Tree Mulch (typ)

150mm Depth Planting Soil (typ.)

Compacted Granular Base (typ)

Concrete Planter Curb, c/w 12mm 
DIAx300MM Rebar, 300mm O.C. (typ.)

Compacted Subgrade
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NORTH END

75mm Depth Tree Mulch (typ)

150mm Depth Planting Soil (typ.)

Compacted Granular Base (typ)

Elev: 100.00

Elev: 99.96

300 DIA. Concrete Column / Pile

200x190 Steel Mounting Plate

Pedra Bench Seat c/w Spacer 
Blocks, Threaded Rod and 
Finishing Hardware

Decorative Stiffeners

Steel Connection Plate

Decorative Steel Fin

Component Steel Beam, with End Cap
(back to back 'C' channel)

1. All Welds to be Ground Smooth
2. All Mounting Hardware to be Stainless Steel
3. Pedra Seat to be Contoured and Sanded Smooth. Stain with 
(3) three coats, BEHR Deck Plus, Semi-transparent Oil Based 
Stain, colour: TBD
4. All Steel Components to be Primed and Painted Two Coats 
Epoxy, colour: black
5. Contractor to submit shop drawings for approval prior to 
fabrication
6. Ensure Pile Cap Includes Mounting Hardware for Bench 
Mounting Plate. 

250 mm Ø. x 4000 mm  Pile. 
4 - 15M Vert. Full Length 
10M Ties @ 400 o/c

1. Concrete:  Type 50 Cement, 30
MPa MAX. Aggregate, 6% +/- 1% Air,
80mm +/- 25mm Slump, 75mm Cover
to CAN/CSA A23.1

2. Reinforcing:  400 MPa for 15M Bars,
300 MPa for 10M Bars. To CAN/CSA
G30.18.

350 mm Ø x 285 reinf. concrete pile cap, 25 mPa 
concrete 4 - 15M Top & Bottom each way.
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300 DIA. Concrete Column / Pile

Bench Seat: 9 - 50x150 Pedra,
c/w 13x100 Spacer Blocks - Height to 
Follow Bench Profile. To be Connected by 
4 - 12mm Ø Threaded Rod c/w Washer 
and Capped-Nut on Both Ends.

Component Steel Beam, with End Cap
(back to back 'C' channel)

Steel Connection Plate

Decorative Steel Fin
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6.4mm Ø x 50mm Length 
Hot Dipped Galvanized Hex 
Lag Bolt, Screwed 
Alternately 600mm O.C. 
along Steel Beam
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'Sleepless Nights" Bench Details
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The Gear Planter Curb - Section
L5
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