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GRADING NOTES

1.  EXISTING GRADE ELEVATIONS WERE SURVEYED BY KEN RECH LANDSCAPE ARCHITECTS INC. 
AND MICHALENKO SURVEYS ON MAY 19, 2004.  ALL GRADES SHOWN ON IN METRES AND 
HUNDREDTHS OF A METRE. TO OBTAIN GEODETIC GRADES ADD 200 METRES TO ALL GRADES 
SHOWN.   BENCH MARK IS CITY OF WINNIPEG  SURVEY MONUMENT NO: 36-061, LOCATED IN 
CHURCH FOUNDATION WALL AT THE NORTHWEST CORNER OF GARFIELD STREET AND SARGENT 
AVENUE.  ELEVATION IS 234.48 METRES.

2.  ENSURE POSITIVE SLOPE BETWEEN ALL NEW ELEVATIONS SHOWN.  SLOPE SHALL BE A 
STRAIGHT LINE CONSTANT SLOPE BETWEEN ALL GRADE ELEVATIONS SHOWN.

3.  INSTALL NEW ASPHALT PAVING FLUSH WITH TOP OF EXISTING SCHOOL STEP LANDING AND 
DOORWAY.

4.  AREA "B" AND "C" ASPHALT PAVING WILL BE DELETED FROM THE CONTRACT IF REQUIRED TO 
MEET BUDGETARY CONSTRAINTS.  REGARDLESS OF WHICH AREAS OF ASPHALT PAVING ARE 
INSTALLED, ALL PERIMETER EDGES SHALL MEET FLUSH WITH SURROUNDING PAVEMENT 
SURFACES.

5.  IF SILT IS ENCOUNTERED THE CONTRACT ADMINISTRATOR MAY REQUIRE A GEOTEXTILE 
FABRIC BE INSTALLED UNDER THE GRANULAR BASE.  CONTRACTOR TO SUPPLY A COST IN UNIT 
PRICE FORMS, PER SQUARE METRE, FOR SUPPLY AND INSTALLATION OF GEOTEXTILE FABRIC.

6.  ALL NEW GRADES SHALL HAVE A MINIMUM 1% POSITIVE SLOPE IN THE DIRECTION OF 
DRAINAGE, AWAY FROM THE BUILDING.

GRADING LEGEND:

EXISTING GRADE ELEVATION

NEW GRADE ELEVATION

DIRECTION OF DRAINAGE AND PERCENTAGE OF SLOPE
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AREA "B" ASPHALT 
PAVING

AREA "C" ASPHALT 
PAVING

INSTALL ASPHALT PAVING FLUSH 
WITH TOP OF EXISTING STEP 
LANDING.  INSTALL OVER EXISTING 
BOTTOM STEP TREAD.

INSTALL ASPHALT PAVING 25 
mm BELOW TOP OF DOOR SILL 
IF POSSIBLE.

NEW ASPHALT PAVING TO MEET FLUSH 
WITH ALL SURROUNDING PAVING - 
TYPICAL FOR ALL EDGES AND OPTIONS.

NOTE: AREA "B" AND "C" MAY BE 
DELETED IF REQUIRED TO MEET 
BUDGETARY CONSTRAINTS.SEE 
SPECIFICATION.

EXISTING CONCRETE WALK TO 
REMAIN.

5500

LINE PAINTING IS N.I.C.

RELOCATED DROP 
SHOT LOCATIONS

2 NEW BASKETBALL GOAL POSTS.

RELOCATED BASKETBALL 
GOAL POST

NEW SITTING AREA.
SEE DTL.3-L1

REPAIR ALL SOD DAMAGE AS A 
RESULT OF CONSTRUCTION.

4 NEW BACKLESS 
BENCHES

EXISTING PLAY STRUCTURE AREA

PROTECT RUBBERIZED PAVERS.

AREA "A" ASPHALT PAVING
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MATCH EXISTING ADJACENT PAVING 
GRADES.  DO NOT BLOCK DRAINAGE 
FROM EXISTING ASPHALT AREAS 
WHICH ARE TO REMAIN.

33.32

1 
% 1.
5 
%

2 
%

2 
%

1 
%

MI
NI
MU

M 
1%

2 
%

2 
%

LAYOUT / GRADING PLAN
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NEW ASPHALT PAVING TO SLOPE FROM BENCHES 
TO PLAYSTRUCTURE AREA
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REMOVE AND RELOCATE 2 EXISTING 
DROPSHOT POSTS.  SEE DTL. 2-L1 FOR 
NEW LOCATION.

REMOVE TWO AND RELOCATE ONE OF THE  
EXISTING BASKETBALL POSTS.  RELOCATE 
THE BEST POST.   SEE DTL. 2-L1 FOR 
NEW LOCATION.

EDGE OF EXISTING ASPHALT 
PAVING TO BE REMOVED

PROTECT EXISTING CHAIN LINK FENCE

AREA "A" ASHPALT PAVING TO 
BE REMOVED

AREA "B" ASHPALT PAVING TO 
BE REMOVED

AREA "C" ASHPALT PAVING TO 
BE REMOVED

SCHOOL WALL

SCHOOL WALL

SAWCUT AND REMOVE EXISTING 
CONCRETE PAVING IN LINE WITH 
BUILDING WALL

PROTECT EXISTING PLAY 
STRUCTURE

PROTECT EXISTING SOD.  REPAIR 
ALL DAMAGE AS A RESULT OF 
CONSTRUCTION.

DEMOLITION / EXISTING GRADE ELEV. PLAN
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BASKETBALL COURT OUTLINE

TREE

TREE

BROKEN LINE INDICATES 1220 HT. 
CHAIN LINK FENCE

INSTALL 3 BENCHES (WITH BACKS), 
CENTRED BETWEEN TREE PITS.

RECYCLED IMPACT CURB, 200 X 133 
mm, TO BE INSTALLED COMPLETELY 
AROUND ALL TREE PITS, AND 
BETWEEN TREE PITS BEHIND 
BENCHES. INSTALL WITH 2  
TUFFTIMBER STAKES, 750 mm 
LENGHT, PER CURB SECTION. MITRE 
CUT CORNERS, AND ROUND OFF SHARP 
EDGES.

LINE UP WITH EXISTING 
PLAYSTRUCTURE CURB.

EXISTING FENCE

TREE PIT / BENCH LAYOUT PLAN
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ASPHALT PAVING AREA PLAN

Scale: 1:300
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AREA "B" ASPHALT 
PAVING

AREA "C" ASPHALT 
PAVING

NOTE: AREA "B" AND "C" MAY BE 
DELETED IF REQUIRED TO MEET 
BUDGETARY CONSTRAINTS.SEE 
SPECIFICATION.

EXISTING CONCRETE WALK TO 
REMAIN.

EXISTING PLAY STRUCTURE AREA

AREA "A" ASPHALT 
PAVING

EXISTING VEHICLE GATE

WIRE

2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK 
GREEN.  TWO PER TREE.

REMOVE BURLAP FROM TOP OF ROOTBALL

100 mm DEPTH OF WOOD CHIP 
MULCH
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IMPACRT-CURB CURB C/W TUFFTIMBER 
STAKES (750 mm LONG)

75 mm THICK ASPHALT PAVING

225 mm DEPTH OF 19mm DIA. CRUSHED 
LIMESTONE DOWN, COMPACTED TO 100% 
STANDARD PROCTOR DENSITY.

SUB-GRADE COMPACTED TO 95% STANDARD 
PROCTOR DENSITY

MIXED TOPSOIL BACKFILL

TREE PIT / PLANTING DETAIL AND CURBING SECTION
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