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conceptual in nature. It is to be clearly understood that the author, in producing 
said drawings, shall not be liable for any and all loss, damage or injury that may 
result from the drawings themselves, or from the construction work produced 
from this plan, or from any claims that may result subsequent to the project 
being constructed and use commencing on the site, whether such claims are 
brought by persons using the site, or by the owners or others of neighbouring 
properties.

Should any claim be made directly against the author as a result  of the drawings 
themselves, or as a result of the way in which the project is constructed in 
accordance with those drawings, or as a result of any loss, injury or damage that 
may be caused either on the site or outside the boundaries of the property or 
persons, the author is to be indemnified by the Owners in full, including the 
costs of defending any actions brought against the author, or the costs of paying 
any settlement entered into by the author, or settling any judgments made against 
the author.

No reproductions may be made without the permission of the Landscape 
Architect and when made, must bear his / her name. Any and all designs herein 
are the ® property of the Landscape Architect. If stamped and dated, the designs 
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Landscape Architect on request.

This drawing shall not be used for building purposes until
countersigned by the Landscape Architect.

The contractor shall check all dimensions and other data on site
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LOCATION OF UNDERGROUND 

STRUCTURES AS SHOWN ARE BASED 

ON THE BEST INFORMATION 

AVAILABLE BUT NO GUARANTEE IS 

GIVEN THAT ALL EXISTING UTILITIES 

ARE SHOWN OR THAT THE GIVEN 

LOCATIONS ARE EXACT. 

CONFIRMATION OF EXISTENCE AND 

EXACT LOCATION OF ALL SERVICES 

MUST BE OBTAINED FROM THE 

INDIVIDUAL UTILITIES BEFORE 

PROCEEDING WITH CONSTRUCTION.

Aug. 9, 2004 

NOTE: DO NOT SCALE - DRAWING
PLOT MAY NOT BE AT 100%

+

New Pavement To
Meet Existing Grades
At Sidewalk Edges

Meet Existing Grades
At Sidewalk Edges.
Slope These Paved Areas
To Drain At 1% As Shown. 

Regrade Turf Area
To Meet New Pavement

Meet Existing Grades
At Sidewalk Edges.
Slope These Paved Areas
To Drain At 1% As Shown. 

Meet Existing Grades
At Sidewalk Edges.
Slope These Paved Areas
To Drain At 1% As Shown. 

+32.50 

1.3%

New Pavement To
Meet Existing Grades
At Sidewalk Edges

1.8%

32.59+

T.C. 32.55
B.C. Varies

T.C. 32.60
B.C. Varies

32.55+

1%

+32.62

Grading Notes:
1. Retain existing grades around
all existing trees. Do not damage
tree roots.
2. New paving to meet flush
with existing paving.
3. Adjust grades in existing 
turf areas to meet new paving.
4. Top of Curbs to be level along
entire length.
5. All grades shown in metric.

32.61

Grading Legend:

               Existing Elevations

+ 32.46   Proposed Elevations

T.C.        Top of Curb

B.C.         Bottom of Curb

                Existing Trees to Remain

32.61

75mm Depth Mulch

Depth of Planting shall be as 
per Original Growing 
Condition

Carefully Remove and 
Dispose of Container

Subgrade

DECIDUOUS SHRUB IN BED

75mm D. Watering Saucer

Compacted Topsoil

Scarify Pit
Bottom 150mm

Finish Grade
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Crisp Spade Edge
Around Bed
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75mm Depth Local
Shredded Wood Chip Mulch
or As Noted on Plan 

Trunk Protection
150mm ø Corrugated Plastic Pipe
300mm Ht. 

Scarify Pit
Bottom 150mm

Subgrade

Depth of Planting shall be as 
per Original Growing 
Condition

100mm Depth Watering Saucer

Topsoil

Trim Back and Slit Burlap,
Cut Back and Remove Wire
Basket.

Fasten Trunk to Stake with
Tree Ring 

Firmly Anchored T-Rail Stake
38 x 38 x 5 x 2440, painted Black
Locate 500mm away from
Trunk on side of prevailing wind.

DECIDUOUS TREE PLANTING

Finish Grade 

Width of
Rootball ±

D
ep

th
 o

f
R

oo
tb

al
l ±


