
EXISTING BERM TO BE 
LOWERED AND REDUCED 
IN SIZE.  SALVAGE 19 
EXISTING P.C. CURBS FOR 
REINSTALLATION.
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EXISTING WOOD 
BOLLARDS

TOP OF EXISTING GRASSED DYKE

FLOOD CONTROL GATE VALVE
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SURVEY PIN

TOP OF EMBANKMENT

BOTTOM OF EMBANKMENT

EXISTING SIBERIAN ELM 
TREE LINE. PRUNE 2 BY 
MOLOCK WASTE 
RECEPTACLE

GABION WALL
DOCK ANCHORING 
POSTS

BARKMAN CONCRETE RAMPS 
INSTALLED FALL 2003

END OF EXISTING GRAVEL PAVING

EXISTING ROAD APPROACH TO HIGHWAY'S 
BRIDGE INSTALLED 2003
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CITY PROPERTY

RIVER'S EDGE

CONCRETE STEPS
HIGHWAY BRIDGE

219mm DIA. HIGH PRESSURE GAS LINE
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EXISTING EDGE OF 
PARKING 
LOT/PARKING CURB

EXISTING ROAD 
EDGE
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  20SCALE METRESINDICATES EXISTING GRADE ELEVATION 
IN METRES AND HUNDREDS OF A 
METRE.

GABION WALLS

APPROXIMATE SHAPE OF 
EXISTING FILL PILE TO BE 
RESHAPED INTO NEW 
BERM.

SALVAGE 14 EXISTING P. C. 
CURBS FOR REINSTALLATION, 
AT EAST END OF PARKING 
AREA

SALVAGE 26  EXISTING P. C. 
CURBS FOR REINSTALLATION

SALVAGE 13 EXISTING 
P. C. CURBS FOR 
REINSTALLATION

   

REMOVE EXISTING 
TREE

SALVAGE 23  EXISTING P. C. 
CURBS IN FARKING AREA, FOR 
REINSTALLATION

SURVEY PIN

AREA OF NEW ROAD EXTENSION

EXISTING SITE / DEMOLITION PLAN
Scale: 1:400

1
L1

NOTE:  CONTRACTOR TO SALVAGE 95 P.C. CONCRETE 
WHEELSTOPS FOR REINSTALLATION.

KEN RECH LANDSCAPE ARCHITECTS INC.
1480   Wellington   Crescent         Winnipeg    Manitoba

Fax 489-6852               R3N 0B3           Tel(204) 489-6616
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L1North Perimeter Boat Launch EXISTING SITE 

PLAN AND AREA 
OF NEW PAVING

RELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION

219mm DIA. HIGH PRESSURE GAS LINE

R E D    R I V E R

EXISTING GRAVEL ROAD 
TO BE PROTECTED.  TIE 
NEW PAVING INTO 
EXISTING ROADWAY

AREA "A" - INSTALL ADDITIONAL 
19mm DIA. CRUSHED LIMESTONE ON 
TOP OF EXISTING GRANULAR 
PAVING, SO PARKING LOT DRAINS.

AREA "B" - COMPLETELY REGRADE,  
LOWER AREA, AND INSTALL ALL 
NEW GRANULAR PAVING, 300 mm 
DEPTH OF 50mm DIA. SUB-BASE, 
AND 75mm DEPTH OF 19mm DIA. 
CRUSHED LIMESTONE DOWN.

AREA "C" - CONSTRUCT NEW 
GRANULAR ROADWAY, 300 mm 
DEPTH OF 50mm DIA. SUB-BASE, 
AND 75mm DEPTH OF 19mm DIA. 
CRUSHED LIMESTONE DOWN.

AREA "D" - CONSTRUCT NEW 
GRANULAR PARKING AREA, 225 
mm DEPTH OF 50mm DIA. 
SUB-BASE, AND 75mm DEPTH OF 
19mm DIA. CRUSHED LIMESTONE 
DOWN.

BROKEN LINE INDICATES OUTLINE OF 
EXISTING PARKING ISLAND TO BE 
REDUCED IN SIZE AND LOWERED.

EXISTING CONCRETE BOAT 
LAUNCH RAMPS TO REMAIN

PAVEMENT AREAS2
L1

REGRADE EXISTING GRAVEL BY GABION 
WALLS TO DRAIN WATER ALONG GABION 
WALLS AND AWAY FROM THE BOAT 
RAMPS.  TYPICAL BOTH SIDES.

NEW LANDSCAPED BERM AREA

NOTE:  SEE DTL. 2 - L2 RO NEW GRADING PLAN.
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200

SALVAGED OR NEW PRECAST 
CONCRETE CURBS BARRIER SO TOP 
50 mm IS ABOVE FINISHED GRADE.

TOP OF FINISHED GRADE / 
GRANULAR PAVING

METAL ANCHOR

PRECAST CURB PARKING STALL MARKER (BURIED)
Scale: 1:10
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L1

22
5

7575

PARKING CURB SET ON TOP OF 
GRAVEL / FINISHED GRADE

SOD AND 75 mm DEPTH 
TOPSOIL BASE

19 mm DIAMETER CRUSHED 
LIMESTONE DOWN

50 mm DIAMETER CRUSHED 
LIMESTONE DOWN

AREA "D" GRAVEL PAVING SECTION
Scale: 1:10
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METAL ANCHOR

30
0

7575

PARKING CURB SET ON TOP OF 
GRAVEL / FINISHED GRADE

SOD AND 75 mm DEPTH 
TOPSOIL BASE

19 mm DIAMETER CRUSHED 
LIMESTONE DOWN

50 mm DIAMETER CRUSHED 
LIMESTONE DOWN

FINISHED GRADE

AREA "B" & "C" GRAVEL PAVING SECTION
Scale: 1:10
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METAL ANCHOR

EXISTING 
CURB

EXISTING GRANULAR PAVING

NEW 19 mm DIAMETER CRUSHED LIMESTONE 
DOWN, DEPTH VARIES

CENTRE RIDGE POINT

EXISTING 
CURB SLOPE VARIESSLOPE VARIES

AREA "A"  GRAVEL PAVING SECTION
Scale: 1:100
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