
Proposed Drainage Works
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Electrical to Existing 
Pump House

1200 x 2000 Concrete Catchbasin, 
Frame and Cover, c/w 1 HP Submersible 
Sewage Pump (150 GPM) and Float 
Switch
Rim Elevation: 226.80
Invert Elevation: 226.10

75MM DIA HDPE Discharge Pipe / Inground

75MM DIA Flexible Discharge Pipe / Above ground

Drain Inlet #2: 226.80
Invert: 226.30

Drain Inlet #1: 226.60
Invert: 226.30

Drain Inlet #3: 226.70
Invert: 226.40

EXISTING SPRINKLER, Toro 634-01-34, 634-06-34

EXISTING SPRINKLER, Toro 674-01-72, 634-05-72 

EXISTING QUICK COUPLING VALVE

EXISTING BUTTERFLY VALVE

62 EXISTING IRRIGATION PIPE - DIA. IN MM. 

L E G E N D
TREE CANOPY

PROPOSED CONTOUR (O.5m INTERVAL)

EXISTING CONTOUR (O.5m INTERVAL)
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EXISTING SPOT ELEVATION

+
231.21

PROPOSED SPOT ELEVATION

PROPOSED LIMIT OF FAIRWAY

EXISTING LIMIT OF FAIRWAY

100mm DIA. Flexible Drain Pipe

ADS - 'Nyoplast' Inline Drain (12")

PROPOSED DIRECTION OF FLOW (% SLOPE)
2%

Pumphouse

1. Layout and Construction Limits to be 
approved by Contract Administrator prior to 
construction. Location of drain inlets to be 
located on-site by Contract Administrator.

2. The Contractor shall locate and mark all 
underground services prior to construction.

3. All electrical permits and approvals must 
be in place prior to construction.

6" MultiFlow Drainage Pipe
(typical)

6" MultiFlow End 
Outlet (TYP)
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6" MultiFlow End 
Cap (TYP)

6" MultiFlow "T" 
Connector (TYP)

6" MultiFlow Cross 
Connector (TYP)
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THE CONTRACTOR SHALL CHECK ALL DIMENSIONS AND OTHER DATA ON SITE 
AND REPORT ANY DISCREPANCIES TO THE CONTRACT ADMINISTRATOR.

FIGURED DIMENSIONS TO BE TAKEN IN PREFERENCE TO SCALED DIMENSIONS.
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KILDONAN and WINDSOR  PARK GOLF 
COURSE RENOVATIONS - 2006
Kildonan - 4th, 5th and 9th Drainage Works
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