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TYPE AND DIMENSIONS OF SLEEVE
— AS PER MANUFACTURER’S
| RECOMMENDATION. (MOLDED
AR ELIMINATOR ——_ POLYETHYLENE OR M.S. c/w WATER
STOP) SLEEVE TO THE FULL WIDTH
/O OF THE WALL
Te}
900 PIPE - \ 5 TYP.
—T—
50 PIPE < B B B _O
T 50 NPT QUICK CONNECT O > L 25x25x6 2000 LG. MAX. , 300 , 600
Eg Lo (KAMLOK OR EQUAL) 6mm CHECKER PLATE o
| ATTACHED WHEN DRAINING ~_ 0. CONCRETE D
- L O DRAIN HOSE MODULAR PIPE SEAL, EL. 227.000 4
05 o _ | BOTH SIDES | —
BA ~ | | @ |
25 NPT——_ 10 DRAIN 50 GA
| | 50 PIPE
o P4 P 2x2—-25x25x6 1200 C—C MAX.
200 PIPE \\Lf_? 67 (TP C/W 10mm BASE PLATE
NOTE: PROVIDE 3 HOSES GOODALL
TYPE V136 OR EQUAL
| 1—15m LG. q APPLICATION NOTES
1-22m LG.
Irlird 1. LIQUID SIDE MUST PASS LEAKAGE TEST UNDER PRESSURE TO WHICH
STRUCTURE IS SUBJECTED
2. FOR PENETRATIONS THROUGH EXISTING STRUCTURES CORE AND INSTALL
ELEVATION SEAL PER MANUFACTURER’S SPEC’S (NO SLEEVE REQUIRED)
3. SUPPORT PIPE ON BOTH SIDES OF WALL PENETRATION.
4. USE STAINLESS STEEL HARDWARE.
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