(05/2005)

SHEET: COW—A1

ELEC ROOM
ROOF SLAB
SEE SECT 5/
WY—-S0450

Cw=7

i 192o

ROOF LINE Jk

WY-S015

LOW POINT
245.600

450W x 400H
WINDOW R/O

OPNG.

INTERMEDIATE PLAN

175

NOTE:
1. ALL RADIUS MEASURED TO CHORD POINTS

AIR RELIEF
VENT GRATING

ROOF ACCESS

HATCH ABOVE W
OPENING FOR
WINDOW —— ‘
12009 HIGH POINT
OVERFLOW 245.700 W
PIPE\ P \
/ |
(@)
Y % \}/CRoss
Vi z 1 OVER
P ~ PLATFORM
// 200 CONC
N CW—2 CURB o
N ~
— " WP
50 6 \,
A‘/ %6 300
N | /
4 ~ r5800
g B — B 2|
425 n
o 0
-3 - -
EE s | WP A
\ \W-5025)
QY
v
9,1° \/
|
\
C »OQCV
7/
CX\
220
TYP SEGMENT A
54 THUS
¢
AT _OVERFLOW PLAN
1:75
NOTE:

1. ALL RADIUS MEASURED TO CHORD POINTS

27

TYPIC

8
AL — ] 23
|

v

N
J~T—| o
AT SRy
| QR
EESINSSS
ATl A
AT ARSI
‘--"=-_-=¥ s ﬁv!§,$

(\
O'A‘

i

'/-U

L7

%::.l"

"iiii
\

/
Q

4

%
Y
%

/A \ AR RELIEF PLAN DETAIL

WY-S015Y/ 1.30

122009

1 1000x1000 ROOF
ACCESS HATCH

4
&

SAFETY ANCHOR POST (AN777A) REFER TO SPECIFICATIONS

8—15M VERTI_ NOTE:
1. ANCHOR POST MUST BE USED FOR TIE-OFF BY ANY WORKER ON THE ROOF.
\\ ROOF PLAN 2. ANCHOR POST IS DESIGNED FOR MAX. OF ONE (1) WORKER AT ANY ONE TIME.
9159 PILE . 3. ALL PERSONS USING THE FALL PROTECTION SYSTEM MUST BE EQUIPED WITH A
EXTENSION 1:75 FULL BODY HARNESS, A LANYARD COMPLETE WITH A SHOCK ABSORBER
(FIXED LENGTH 3.0M*) AND A ROOFER’S KIT (FIXED LENGTH LINE 3.3M*)
SUPPLIED BY THE CITY.
s 4, EQUIPMENT MUST BE INSTALLED AND USED AS PER MANUFACTURER'S INSTRUCTION.
5 FAILURE TO DO SO COULD RESULT IN SERIOUS INJURY OR DEATH.
* MINOR ADJUSTMENTS TO FIXED LENGTHS MAY BE REQUIRED TO SUIT REQUIRED
1M TIES @ 200 TRAVEL RESTRAINT DISTANCE; ONCE FIXED LENGTH IS ESTABLISHED, IT MUST
oc NOT BE TAMPERED WITH.
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