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EXISTIRG TIMER CONTROL FOR DUCK
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RELOCATED. REFER TO NOTE #8. _\k-
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EXISTING TELEPHONE DISTRIBUTION )
TO BE RELOCATED. REFER TO NOTE #4.

EXISTING 32 CIRCUIT “CUTLER HAMMER"
120/240V/10/3W SURFACE MTD. PANEL

TO BE DISCONNECTED AND |
REMOVED. REFER TO NOTE #1,
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RELOCATED BY OTHERS. REF"ER TO
NOTE #O.

1B. IN CEILING SPACE FOR FUTURE
"GAS" FIREPLACE CONNECTION.
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"GENERAL NOTES:

ContracTor SHALL DISCONNECT & REMOVE ALL EXISTING LIGHTING,

.

. HIRING & CONDUIT IN RENOVATED AREAS REQUIRED TO REMAIN IN

. NO ITEM.

. conRacTor SHALL EXTEND, RE-ROUTE & RE-WIRE EXISTING DUCK

SWITCHES, RECEPTACLES, TEL. OUTLET, ETC... IN RENOVATED

AREAS C/M ALL BRANCH CIRCUIT WIRING NO LONGER REQUIRED

TO REMAIN IN USE, UNLESS OTHERWISE INDICATED.

ALL ITEMS SHOWN DASHED ARE EXISTING AND SHALL REMAIN OR BE
RELOCATED AS NOTED. ITEMS MARKED W/ AN ASTERISK (*) SHALL
BE DISCONNECTED AND REMOVED.

USE FOR ANY REASON SHALL BE RE-ROUTED, ALTERED AND/OR
DIVERTED BY coxtractor IN AN APPROVED MANNER.

PROVIDE BLANK STAINLESS STEEL COVERPLATES FOR ALL
ABANDONED OUTLETS.

RETURN ALL SALVAGED ITEMS TO CITY.

TonTRacTor SHALL EXTEND, RE-ROUTE ¢ RE-WIRE ALL EXISTING FEEDERS
FOR DELETED PANEL THAT ARE REQUIRED TO REMAIN IN USE BACK
TO NEW PANEL "A". PROVIDE NEW BREAKERS IN PANEL TO SUIT.
ALL BRANCH FEEDERS NOT REQUIRED TO REMAIN IN USE SHALL BE
COMPLETELY DISCONNECTED AND REMOVED COMPLETE W/ CONDUIT.
CONFIRM EXISTING ON SITE.

POND LIGHT STANDARDS TIMER AND CONTROLS TO NEW ELEC/
MECH. ROOM AS INDICATED. CONFIRM EXISTING ON SITE.

TonTRacToR GHAL L EXTEND, RE-ROUTE ¢ RE-WIRE ALL EXISTING TEL.
OUTLETS TO RELOCATED U/G TELEPHONE DISTRIBUTION. CO-ORDINATE
U/6 SERVICE RELOCATION W/ MT5. PAY ALL MTS CHARGES.

EX.ISTIN6 SOUND SYSTEM TO BE RELOCATED BY OTHERS.
Contractor SHALL PROVIDE ALL EMPTY CONDUIT C/W PULL-IN WIRE
AS REQUIRED BY SOUND SYSTEM INSTALLER. CONFIRM ALL

CONDUIT REQUIREMENTS WITH INSTALLER. tontracror SHALL EXTEND
EXISTING CONDUITS FOR 2 EXTERIOR POND SPEAKERS. CONFIRM
EXISTING ON SITE.

TonRacTor SHAL L EXTEND, RE-ROUTE, RE-WIRE AND RE-CONNECT
EXISTING WEATHER-PROOF ENCLOSURE C/W PANELBOARD, TEL.

AND 4 DUPLEX RECEPTACLES BACK TO NEW PANEL "A". SEE
PANELBOARD SCHEDULE. CONFIRM EXISTING ON SITE.
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