_IE E|

En
COAX TERMINALS
FOR N1 [3]6]
COMMUNICATION TB2
BUS (NOT USED)
(NOT USED)

METASYS NCU-2 BASEFRAME
COMMUNICATION TERMINAL BOARD

[ 1]4]
[2]5]

[3]e]
TBL

C(NOT USED>

NCU SLOT TO “IN“y ALL OTHERS TO “0OUT*

SET EOL SWITCH FOR DEVICE IN FARTHEST RIGHT

RS-232 PORT

RJ-12 CONNECTOR

FOR 10-NTU10n-0

NTEWORK TERMINAL UNIT

(DO NOT CONNECT TO PHONE LINE>

-

[

SET CHANNEL TO “A” QH
SET EOL RESISTOR TO “OUT” HJ:H
NU-N2B101-0 -
N2 COMMUNICATION BUS
SUB-MODULE IN SLOT #1
~ )
NU-COM101-0 >
RS232 SUB-MODULE
IN SLOT #2
\/
NU-BAT101-0 -
BATTERY SUB-MODULE
IN BOTTOM SLOT
NU-NCM101-0

NETWORK CONTROL MODULE
IN NCU BASEFRAME

ATI 9600 ETC
9600 BPS
MODEM

» PHONE LINE
BY OWNER

N2 COMMUNICATION BUS NOTES:

1> MAXIMUM N2 BUS RUN WITHOUT SIGNAL
REPEATERS IS 1524m / 5000f+t

2> TBl & TB2 COMMUNICATION TERMINALS
ARE DESIGNATED AS FOLLOWS:

1 - IN(#H), OUTCH
= IN(=), OUT¢D
= SOFT GROUND

= SOFT GROUND
= HARD GROUND

2
3
4 - REF-IN, REF-0OUT
S
6
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