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No. DESCRIPTION

CDH

BY

FIELD FIT CURVE BY OTHERS

CHISELED CAP BY OTHERS

TOP OF CAST-IN-PLACE CONCRETE
RETAINING WALL (VARIOUS SEE DRAWING 1)

FINISHED PRODUCT TO BE
COMPLETED BY OTHERS

SONO TUBE

BASE OF CAST-IN-PLACE CONCRETE
RETAINING WALL

VOID FORM

VARIES (SEE DRAWING A.3-HW2)

500 mm

A

A

B

B

FRONT ELEVATION

A SECTION DETAILS

B SECTION DETAILS

600 mm

4 - 10 M DOWELS,
600 mm LENGTH

COLD JOINT

FUTURE CULTURE STONE BY OTHERS

450 mm
4 - 10 M DOWELS,
700 mm LONG

400 mm DIA CAST-IN-PLACE PILE,
6.1 m IN LENGTH

SEE NOTE 3

EXISTING ASPHALT
WALKWAY

100 mm CONCRETE COVER, T/B

1.0 m SONO TUBE,
WRAPPED WITH 6 mm POLY

10M, 254 mm DIA,
TOP 3 AT 150 mm C/C,

REMAINDER AT 900 mm C/C

4 -10M

10M TWO LEGGED
STIRRUPS @ 350 mm O/C

4 - 20 M T/B. E.S.

FINAL GRADE

2 - 10 M, CL, E.S.

150 mm VOID FORM
75 mm CONCRETE

COVER, T/B

250 mm

350 mm

630 mm

FINAL ASPHALT
WALKWAY

630 mm

250 mm

ENGLISH GARDEN FENCE 
CONCRETE WALL
ASSINIBOINE PARK, WPG, MB

NOTES

1) BEAM CONCRETE 25 MPa. 
(MIN.) 5-8% AIR ENTRAINMENT 
AND VIBRATE FRESH CONCRETE 
FULL LENGTH.
2) YIELD STRENGTH OF STEEL 
400 MPa.
3) SAW CUT EXISTING ASPHALT, 
INFILL WITH COMPACTED 
TOPSOIL TO GRADE
4) PILE CONCRETE 32 MPa. (MIN.) 
4-7% AIR ENTRAINMENT, VIBRATE 
TOP 3 m FRESH CONCRETE.
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