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EDGE OF ASPHALT 
PAVING AROUND 
WADING POOL

PLAYGROUND 
ENTRANCE
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GATE

EXISTING 
1200 HT. CHAIN 
LINK FENCE

SOD
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HEAVY DASHED LINE INDICATES 
MINIMUM LIMIT OF SOD RESTORATION 
AND GRADING TO REPAIR EXISTING 
SURFACE DEMOLITION. 
EXTEND BEYOND IF REQUIRED, TO 
ACCOMMODATE CONTRACTOR 
DAMAGE.

EXISTING 1200 HT. 
CHAIN LINK FENCE

PUBLIC LANE

INDICATES EXISTING GEODETIC GRADE 
ELEVATION IN METRES AND HUNDREDS 
OF A METRE
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EXISTING 
SAND BOX

PLAY EQUIPMENT 
LOCATION AREA.
MAXIMUM 296 
SQUARE METRES

4 SEAT 
SWING

PROPOSED 
SITTING AND 
PICNIC AREA 
TO BE 
SODDED

PROVIDE ACCESSIBLE RAMP ACCESS TO 
PLAY EQUIPMENT IN THIS VICINITY TO 
SCD 656 BUT WITH COMPOSITE CAP.  
SHAPE SHOWN AND LOCATION IS 
CONCEPTUAL ONLY.

SHADED LINE INDICATES 200 MM DEPTH OF 19 MM 
CRUSHED LIMESTONE DOWN WALKWAY TOPPED 
WITH 25 MM DEPTH OF 6 MM DIA. CRUSHED 
LIMESTONE.   MINIMUM 1.8 METRE WIDTH.
SEE DTL. 3-L3 FOR FENCE LAYOUT.

HEAVY SOLID LINE INDICATES 2 LAYER PRESSURE TREATED 
BOARDS MOUNTED TO FENCE POSTS AS PER SCD 65 1B

DOUBLE LINE INIDICATES DOUBLE TIMBER 
EDGE WITH COMPOSITE CAP TO SCD 65 1F.  
NOTE: THIS LAYOUT IS CONCEPTUAL 
ONLY AND IS THE MAXIMUM AREA 
PERMITTED.  REDUCE  AREA SIZE TO SUIT 
CONTRACTOR`S PLAY EQUIPMENT.

PROPOSED SITE PLAN CONCEPT
Scale: 1:200

1
L2

SWING MAY BE THREE LEG OR ARCH LEGS.  TWO 
BUCKET AND TWO BELT SEATS.  NOTE DISTANCE 
RESTRICTION FROM TREE TRUNK TO EDGE OF FENCE

CONSTRUCTION ACCESS SHALL 
BE VIA THE NORTH GRAVEL 
ROADWAY. REMOVE AND 
REPLACE EXISTING CHAIN LINK 
FENCE TO GAIN ACCESS.
MINIMIZE COMPACTION AROUND 
TREE ROOTS.

INSTALL NEW 1.2 METRE HEIGHT CHAIN 
LINK FENCE C/W ONE .9 METRE WIDE MAN 
GATE ALONG NORTH SIDE OF PARKING LOT. 
ALL POSTS TO BE 73 MM DIA.
TOTAL 43.5 METRES

NEW MAN 
GATE 900 
MM WIDTH

HEAVY BROKEN LINE INDICATES 
LOCATION OF NEW 1.2 METRE HEIGHT 
CHAIN LINK FENCE C/W TWO .9 METRE 
WIDE MAN GATES.  FROM PARKING LOT TO 
EXISTING BUILDING - TOTAL 39 METRES 
LENGHT.  INSTALL 60.3 MM DIA. LINE 
POSTS 2.4 METRES ON CENTRE.
SEE DTL. 3-L3 FOR FENCE LAYOUT.
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NEW MAN 
GATE 900 
MM WIDTH

NEW MAN 
GATE 900 
MM WIDTH

EXISTING 
PICNIC 
TABLE

NEW ACCESSIBLE PICNIC 
TABLE SCD-122A

NEW BENCHES
SCD-121A

NEW WASTE RECEPTABLE SCD -119

WHEELCHAIR END MIN. 1200 MM FROM 
EDGE OF WALKWAY PAVING

1.
21.

8

MIN. 1800 MM CLEARANCE IN 
FRONT OF BENCHES
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