
SLOPE SUB-GRADE AND FIBAR @ MIN. .6% - MAX. 1% SLOPE
MAX. 4:1 SLOPE

VARIES

SOD AND 75 MM DEPTH 
TOPSOIL. CUT INTO EXISTING 
GRASS TO MEET FLUSH.

VARIES

TOP OF 300 MM DEPTH OF 
FIBAR

BROKEN LINE INDICATES APPROX. EXISTING GRADE WHICH 
VARIES

NEW SUB-GRADE TO ALLOW WATER TO DRAIN ONTO TOP 
OF EXISTING PUBLIC LANE. 

NEW HORIZONTAL MULTI-FLOW DRAINAGE 
PIPE LAID ON GRADE AND SLIGHTLY ABOVE 
TOP OF EXISTING CONCRETE LANE

MULTI FLOW OUTLET PIPE TO DRAIN 
POSITIVELY TO LANE

TOP OF EXISTING 
CONCRETE PUBLIC 
LANE

GRADE 
BEYOND

EXISTING CHAIN LINK FENCE POST

50 x 150  P.T. TIMBER 
EDGE TO SCD 651b

DOUBLE TIMBER EDGE TO SCD-651F ON ALL 
SIDES OF PLAY AREA, EXCEPT ALONG LANE 
FRONTAGE AND PARKING LOT FRONTAGE

CONCEPTUAL PLAY AREA CROSS SECTION
SCALE:  NTS.

2
L3

FOR AREAS WHERE SOD IS 
INSTALLED ON OUTSIDE OF 
TIMBER EDGE
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PUBLIC LANE

WOOD FIBRE DRAINAGE DIAGRAM
Scale: 1:200

1
L3

HIGH GROUND OF SITE

LOW END 
OF SITE

MULTI-FLOW DISCHARGE PIPE 
EVERY 6 METRES TO BE LOCATED 
ABOVE CONCRETE LANE ELEVATION

300 WIDE MULTI FLOW, DRAINING 
AT A MIN. 0F 1% TO EACH 
DISCHARGE TO LINE.

INSTALL END CAP AT 
TERMINAL POINTS

INSIDE EDGE OF 
CONTAINMENT TIMBER

D
R

A
IN

A
G

E 
O

F 
SI

TE
.6

 - 
1%

.6

SEE SCD 650 a FOR 
SIMILIAR 
CONSTRUCTION 
DETAILS

2

L3
INDICATES 150 MM WIDE MULTI-FLOW 
DRAIN LAID ON THE FLAT

PROVIDE "T" CONNECTOR AT 
DISCHARGE PIPE LOCATIONS

CHAIN LINK FENCE LAYOUT PLAN
Scale: 1:200

3
L3

LINE UP FENCE WITH 
BUILDING WALL

NEW 
FENCE

EXTEND GRAVEL 
WALK/PAVING TO NEW 
TIMBER EDGE

WALK TO BE MINIMUM 1800 
MM WIDTH BETWEEN 
BENCH AND TIMBER EDGE

EDGE OF EXISTING ASPHALT PAVING 
APRON AROUND WADING POOL

NEW 1.2 METRE HEIGHT 
CHAIN LINK FENCE
NOTE: POSTS ON CURVE TO BE SPACED 
2400 MM O.C.  STRAIGHT SECTIONS TO 
BE SPACED 3000 MM O.C.

LINE UP GATE POST WITH 
EDGE OF ROOF CANOPY POST

0.
91.
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3.3

0.9

0.9

1.8

1.
8

3.
6

2.4

1.
2

1.
8

EDGE OF EXISTING 
ASPHALT PAVING

EXISTING
BUILDING

TIMBER EDGE SHAPE IS CONCEPTUAL 
ONLY.  CONTRACTOR TO DETERMINE 
SHAPE BASED ON DESIGN SUBMISSION

ACCESSBLE PICNIC TABLE MUST 
HAVE 1200 MM PAVED AREA ON 
ONE EDGE FOR WHEELCHAIR 
ACCESS.  PICNIC TABLE TO BE 
PLACED ON MIN. 2400 x 3600 
GRAVEL PAD WHICH IS 
CONNECTED TO THE WALKWAY.
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