
3
'-
6
"

2
'-
1
0
"

EXISTING PIPE
HANDRAIL; PREP AND
PAINT.  COLOR TBD

EXISTING BALUSTERS;
PREP AND PAINT.
COLOR TBD

NEW 3/8" DIAM. STEEL
ROD BALUSTER @
EQUAL DISTANCE
BETWEEN EXISTING
BALUSTERS

DRILL METAL SLEEVE;
FILL WITH GROUT.

4
"

1
"

1 3/4"

TYPICAL

6"

EXISTING HANDRAIL;
PREP AND PAINT.
COLOR TBD

EXISTING 5/8" DIAM. STEEL
ROD BALUSTER

NEW 3/8" DIAM. STEEL
ROD BALUSTER

Main Level
EL. 0"

6

EXISTING CONCRETE TO
BE REMOVED; REFERENCE
STRUCTURAL DRAWINGS

NEW PRECAST
CONCRETE WAL BEYOND

GLASS BASE SHOE

TEMPERED GLASS

1 1/2"Ø STAINLESS STEEL
HANDRAIL

STAINLESS HANDRAIL
STANDOFF

6
"

2
'-
4
"

3
'-
6
"

Main Level
EL. 0"

PREFIN METAL FLASHING

PREFINISHED METAL FLASHING
C/W DRIP EDGE, SEALED
BEHIND PRESSURE PLATE

1/2" CEMENT BOARD;
PAINT FINISH

FOAM GASKET C/W ROD AND
CAULK BOTH SIDES TYP.

MAIN
FLOOR
LOBBY

110

PEEL AND STICK MEMBRANE, LAP
OVER FLASHING AND SEAL
BEHIND PRESSURE PLATE

THRU WALL FLASHING

8
"

3 1/2"

NEW SLAB ON GRADE,
SEE STRUCTURAL

SLOPE

PAINTED STEEL STRINGER,
SEE STRUCTURAL

PORCELAIN TILE ON
CONCRETE AND STEEL PAN
STAIR, SEE STRUCTURAL

ANGLE SUPPORTS

TILE TREAD FINISH,
SEE A1.6 2"

2
"

1 1/2"  Ø STAINLESS
STEEL PIPE

2"

3" Ø X 1/4" THICK STAINLESS
STEEL PLATE  C/W
COUNTERSUNK SCREWS

5/8" STAINLESS BAR
BRACKET @ 4'-0" O.C. MAX.

RETURN  HANDRAIL
EXTENSIONS TO WALL TYP.

PAINTED STEEL CHANNEL
SEE STRUCTURAL.

1 1/2"  Ø STAINLESS
STEEL PIPE

3" Ø X 1/4" THICK STAINLESS
STEEL PLATE  C/W
COUNTERSUNK SCREWS

5/8" STAINLESS BAR
BRACKET @ 4'-0" O.C. MAX.

PROVIDE WOOD BLOCKING
BETWEEN STEEL STUDS

6
"

2
'-
4
"

PORCELAIN TILE ON
CONCRETE AND STEEL PAN
STAIR TREADS

3
'-
6
"

5/8" GWB CAP

19 PLYWOOD

W1a

Main Level
EL. 0"

Lower Level
EL. -9' - 4 1/2"

5

2
'-
1
0
"

2
'-
4
"

ONE TREAD V.I.F.

1'-0"

EXISTING CONCRETE STAIR;
REFERENCE STRUCTURAL DRAWINGS
AND SPECIFCIATIONS FOR
RESTORATION DETAILS

NOTE:  CONCRETE STAIR IS EXISTING, FIELD
VERIFY ALL DIMENSIONS AND SLOPES

NEW  HANDRAIL;
PAINT FINISH;
COLOUR TBD

1'-11"

EXISTING HANDRAIL;
PREP AND PAINT.
COLOR TBD

EXISTING 5/8" DIAM. STEEL ROD
BALUSTER; CLEAN AND PREPARE
FOR NEW PAINT FINISH; COLOUR
TBD

NEW 3/8" DIAM. STEEL ROD
BALUSTER; PAINT FINISH;
COLOUR TBD

NOTE: HANDRAILS TO COMPLY WITH CITY
OF WINNIPEG ACCESSABLILITY
STANDARDS WHERE POSSIBLE HOWEVER
CONCRETE STAIR IS ORIGINAL TO THE
BUILDING AND DIMENSIONS  TO BE
VERIFIED IN THE FIELD

VARIATIONS AND MODIFICATIONS TO WORK SHOWN ON THESE DRAWINGS SHALL NOT BE CARRIED

THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATUMS, AND LEVELS PRIOR TO

COMMENCEMENT OF WORK.  ALL ERRORS AND OMISSIONS TO BE REPORTED TO NUMBER TEN

COPYRIGHT IN THE SAME BEING RESERVED TO THEM.  IT MAY BE REPRODUCED ONLY WITH THE
PERMISSION OF NUMBER TEN ARCHITECTURAL GROUP, IN WHICH CASE THE REPRODUCTION

THIS DRAWING IS THE EXCLUSIVE PROPERTY OF NUMBER TEN ARCHITECTURAL GROUP AND THE

ARCHITECTURAL GROUP BEFORE PROCEEDING.

OUT WITHOUT WRITTEN PERMISSION OF NUMBER TEN ARCHITECTURAL GROUP.

MUST BEAR THEIR NAME.

THIS DRAWING MUST NOT BE SCALED.
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2011026 A4.2.2

Vertical Circulation - Stair and
Railing Details

Peguis Pavillon Upgrades and
Entry Addition

 3/4" = 1'-0"A4.2.2

1

ALTERNATE 1 - EXTERIOR RAILING

MODIFICATION

 1" = 1'-0"A4.2.2

3 SECTION @ GLASS GUARDRAIL
 1 1/2" = 1'-0"A4.2.2

2

ENLARGED DETAIL @ STAIRWELL AND EXT.

CURTAINWALL

 1 1/2" = 1'-0"A4.2.2

6 DETAIL @ STAIR PAN
 1 1/2" = 1'-0"A4.2.2

5 DETAIL @ SINGLE HANDRAIL

 1 1/2" = 1'-0"A4.2.2

4 SECTION @ STAIR TREAD & DOUBLE HANDRAIL

 3/8" = 1'-0"A4.2.2

7

ALTERNATE 1 - SECTION @ EXISTING EXTERIOR

STAIR
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