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E.26-D2Proposed Playground Redevelopment
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Granular Resurfacing: Remove top layer 
of asphalt, add 20mm down granular 
base to relevel path, repack base, and 
add 6mm down granular topping

Supply and Install 2 bay, 2.4m ht 
swing set

Supply and Install Backless bench

Level access to play area (delete cap 
on timber edging at this point)

Pick up and Install
Painted Sandbox and

playsand

Pick up and Install
Picnic Table

Supply and Install
clean fill, Topsoil

and Sod

Supply and Install 35 lineal
meters of Sub-surface

Drainage and connect to
existing catch basin

Supply and Install
Play equipment

for 2-12 year olds

Supply and Install Metal Slat Waste 
Receptacle and Double Sided Park 
Sign

Supply and Install Metal Slat 
Waste Receptacle and 
Single Sided Park Sign

Supply and Install Bench with Arms

Supply and Install 100mm depth engineered 
wood fibre in tree pits

Supply and Install
Engineered Woodfibre

Safety Surfacing

Supply and Install one tier
timber edging

Replace existing culvert with new 
subsurface drainage under path
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* all dimensions are to inside edge of timber edging
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Accessible 
Entry - no cap 
at this point.  
Asphalt to be 
level with top 
of pressure 
treated timber

Min 50.8mm (2") very coarse sand on top & sides of 
Multi-flow. 25.4mm (1") grading coarse on bottom.

25.4mm grading coarse

Min slope 1%

Granular Path

Subsurface Drainage

SUBSURFACE DRAINAGE UNDER PATH - NTS

LAYOUT OF TIMBER EDGING - NTS
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