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1
2" THREADED GALV
STEEL ROD C/W INSET
NUTS EACH END

1/4" SPACER, TYP -
STACKED GALV
STEEL WASHERS

CONCRETE BASE

COUNTERSUNK
WASHER AND NUT AT
EACH END OF ROD,
TYP

4"X6" RECLAIMED
OAK

1
2" THREADED GALV STEEL ROD
C/W INSET NUTS EACH END

1
4" SPACER, TYP

CONCRETE BASE

L300
3

PROVIDE 14" SPACER
BETWEEN BEAMS
AND CONCRETE BASE
AT CORNER

L300
2

4"x6" RECLAIMED OAK

1
2" THREADED GALV STEEL ROD C/W
INSET NUTS EACH END

1
4" SPACER, PER 4/L300

CONT P  14"X2" U PROFILE SPACER.
EXTEND UP TO SUIT # OF BEAMS.

REINFORCED CONCRETE: PROVIDE
3-10M HORIZONTAL STIRRUPS C/W
8-10M VERTICALS EQUALLY SPACED

6" CRUSHED LIMESTONE BASE
COURSE, 34 DOWN

UNDISTURBED SUBGRADE OR
COMPACTED FILL

6" CRUSHED LIMESTONE BASE

COURSE, 34 DOWN

2" COMPACTED BLACK GRANITE, 1
4

DOWN

L300
4

L

3 - 12" DIA. X 5" LG CONCRETE
ANCHOR BOLTS PER U

4"X6" RECLAIMED OAK

1
2" THREADED GALV STEEL ROD C/W
INSET NUTS EACH END

CONT P  14"X2" U PROFILE SPACER.
EXTEND UP TO SUIT # OF BEAMS.

6" CRUSHED LIMESTONE BASE

COURSE, 34 DOWN

UNDISTURBED SUBGRADE OR
COMPACTED FILL

6" CRUSHED LIMESTONE BASE
COURSE, 34 DOWN

2" COMPACTED CRUSHED
LIMESTONE, 1

4 DOWN

PROVIDE STACKED GALV. WASHER
BETWEEN SLATS TYP.

REINFORCED CONCRETE: PROVIDE
3-10M HORIZONTAL STIRRUPS C/W
8-10M VERTICALS EQUALLY SPACED

3 - 12" DIA. X 5" LG CONCRETE
ANCHOR BOLTS PER U

4"X6" RECLAIMED OAK

STACKED GALV WASHERS

COUNTERSUNK GALV WASHER AND NUT.
TIGHTEN AND APPLY LOC-TITE RED ONE
YEAR AFTER INSTALLATION TO
ALLOW FOR SHRINKAGE.

1
2" THREADED STEEL ROD

CONT P  14"X2" U PROFILE SPACER

CONCRETE BASE

ALIGN

L

3 - 12" DIA. X 5" LG CONCRETE
ANCHOR BOLTS PER U-PROFILE
SPACER

BENCHES AND TABLE - PLAN AND ELEVATIONS
1:30 (at 24x36)1

BENCH - SECTION
1:20 (at 24x36)2

TABLE - SECTION
1:20 (at 24x36)3

BENCH - CONNECTION DETAIL
1:5 (at 24x36)4


