
6"-12ga COMMERCIAL STEEL EDGING
(1012-6) BY COL-MET (800) 829-8225
COLOUR: GALVANIZED (NO POWDERCOAT
FINISH)

PLANTING BED OR LAWN,
TOP OF SOIL/MULCH 1

2" BELOW
TOP OF EDGER

AMENDED TOPSOIL

16" GALV STEEL STAKE BY COL-MET.
ALL STAKES TO BE ORIENTED
TOWARD PLANTING OR LAWN.
USE STAKES, CORNER STAKES,
AND END STAKES PER
MANUFACTURER'S SPECIFICATION

SCARIFY MIN. 150MM DEPTH
AT PLANTING BED

NON-WOVEN GEOTEXTILE
FABRIC TO BE PLACED BETWEEN
SUB-GRADE AND GRANULAR BASE
AS PER CW3130-LATEST REVISION

6" CRUSHED 34" DOWN LIMESTONE
BASE COURSE, EXTEND 4"
BEYOND EDGE OF TOP COURSE
WHERE POSSIBLE

2" COMPACTED 1
4" DOWN

BLACK GRANITE. FINISHED
LEVEL OF STONE 1" BELOW
TOP OF EDGER

NOTE:
EDGER MUST BE INSTALLED STRAIGHT FROM
END TO END WITH NO VISIBLE DEFLECTION,
1
8" TOLERANCE USING A LASER.

UNDISTURBED SUBGRADE OR COMPACTED
FILL

12" 10M REBAR INSTALLED THROUGH
HOLE IN STAKE. ONE PER STAKE.

10M LONGITUDINAL DEFORMED BAR

20M VERTICAL DEFORMED BAR

PLANTING BED WITH AMENDED SOIL
AND MULCH AS SPECIFIED

EXISTING ASPHALT PARKING LOT
PAVING

CONCRETE CURB

EXISTING AGGREGATE BASE

EXISTING SUBGRADE

25R25R

NOTE:
SEE CW-SD-205 FOR PLAN LAYOUT

SCARIFY MIN. 150MM DEPTH

STEEL FIRE PIT WITH LOCKING
COVER SUPPLIED BY CITY
CONTRACTOR TO VERIFY DIMENSIONS
AND INSTALL AS SHOWN

2" COMPACTED 1
4" DOWN

BLACK GRANITE

MIN. 6" CRUSHED LIMESTONE
BASE COURSE, 34" DOWN

EXISTING SUBGRADE

1
2" CHAMFER ON ALL EXPOSED
CORNERS

CONCRETE WALL, LIGHT SANDBLAST
FINISH

10M HORIZ. REBAR AT 16" O.C.

10M VERT.   @ 12" O.C., ALT. DIR.
OF BEND IN FOOTING

PLANTING BED

COMPACTED BLACK GRANITE

MIN. 150 DEEP COMPACTED
AGGREGATE GRANULAR

EXISTING SUBGRADE

3-10M HORIZ. CONT. ALONG FOOTING

CONT. 38 KEYWAY

MIN. 150 DEEP COMPACTED
AGGREGATE GRANULAR

PIT TO BE DUG
WITH BACKHOE
NOT TREE SPADE

DECIDUOUS TREE TO BE INSTALLED
BY OTHERS. CONTRACTOR TO
PREPARE TREE PIT  AND COORDINATE
TREE INSTALLATION WITH CONTRACT
ADMINISTRATOR

2" COMPACTED BLACK GRANITE, 1
4" DOWN

MIN. 6" CRUSHED LIMESTONE BASE
COURSE, 34" DOWN

TAMPED TOPSOIL MIX TO MEET
SPECIFICATIONS

UNDISTURBED SUBGRADE

CRUSHED STONE SURFACE & STEEL EDGER
1:5 (at 24x36)1 DOWELED BARRIER CURB (MODIFIED CW SD-205) & PLANTING BED

1:5 (at 24x36)2

STEEL FIRE PIT  (INSTALL ONLY)
1:10 (at 24x36)3

CONCRETE RETAINING WALL
1:10 (at 24x36)4 TREE PIT DETAIL

1:10 (at 24x36)5


