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BARON ESTATES

SEE SHEET 21 FOR
ELECTRICAL DETAILS

REMOVE CULVERT
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PARKING LOT FENCE
& CURB DETAIL

EXCAVATE EXISTING PAVEMENT
STRUCTURE AND REPLACE
WITH SUITABLE SITE FILL,
TOPSOIL AND SOD

PAINT PARKING STALLS

RELOCATE PRECAST
PARKING CURBS

231.890

SEE SHEETS 22 & 23 FOR
LANDSCAPING DETAILS
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232.100

INSTALL NEW 1.22 m
HIGH WOOD FENCE
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INSTALL NEW 1.83 m
HIGH WOOD FENCE

FENCE TRANSITION
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140 X140 mm PT POSTS AT 3000 mm O/C
TREAT CUT EDGES WITH PRESERVATIVE
POST TO BE PLUMBED

75 X 300 mm PT
TREAT CUT EDGES WITH PRESERVATIVE
AND LAG SCREW TO POST

DRILL 300 Ø HOLE
BACKFILL W/ LIMESTONE BASE COURSE
COMPACT ALL AROUND

2 - 38 X 164 mm PT
TREAT CUT EDGES

WITH PRESERVATIVE
 AND LAG SCREW TO POST

1000

RELOCATED PRECAST
PARKING CURB
C\W 600 mm 15M BAR

225 BASE COURSE MATERIAL

SEPARATION GEOTEXTILE FABRIC

75 mm TYPE 1A ASPHALTIC
CONCRETE PAVEMENT

TOPSOIL AND SOD
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PARKING LOT FENCE & CURB DETAIL
SCALE 1:10

2
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WOOD FENCE
SCALE 1:20

DRILL 150 Ø HOLE
BACKFILL WITH

LIMESTONE BASE COURSE
COMPACT ALL AROUND
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20

BROWN TREATED 2x4 LUMBER TO BE USED
FLAT FOR THE TOP AND ON EDGE BETWEEN
POSTS TOGETHER WITH JOIST HANGERS

BROWN TREATED 90x90
POST AT 1830 O/C

TREAT CUT EDGES
WITH PRESERVATIVE

POST TO BE PLUMB
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BROWN TREATED 1x6 FENCE
BOARD WITH 3 mm GAP SPACING

AND FLUSH TO GROUND

ELEVATION SECTION
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METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

ROUNDABOUT CONSTRUCTION
GRASSIE BOULEVARD AND MOLSON

STREET INTERSECTION

P-3329-

06/08/2012

PAVING AND GRADING - 1395 MOLSON
PARKING LOT

13

13

CONSTRUCTION NOTES:

1. CONTRACTOR SHALL TAKE PRECAUTIONARY STEPS
TO PROTECT EXISTING SPRINKLER SYSTEM ON 1395
MOLSON. CONTRACTOR SHALL BE RESPONSIBLE TO
RESTORE AND OR REPAIR SPRINKLER SYSTEM
DAMAGED BY CONSTRUCTION.
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