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125 mm THICK,  CONCRETE, REINFORCED 
WITH 10m R-BAR, @ 400 mm O.C., BOTH 
WAYS, MIN. 50 mm COVER.  FINISH TO 
MATCH SURROUNDING PAVING.

100 mm DEPTH, 19mm DIA. COMPACTED 
CRUSHED LIMESTONE DOWN.

COMPACTED SUB-GRADE

CONCRETE PAVING SECTION
Scale: 1:20

2
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100

300 MM LONG DOWELS DRILLED INTO EXISTING 
PAVING 100 MM.  SPACED MAX. 500 MM O.C.

EXISTING 
CONCRETE 
PAVING

38 X 184mm (2"x8") CEDAR CAP C/W 8 
mm ROUNDOVER EDGE OR ALL SIDES

TOP OF WOOD FIBAR
ELEVATION MAY BE LOWER

350 mm DEPTH 
PLAYBOX SAND

3 - 140x140mm (6" X 6") CEDARD 
S4S CEDAR TIMBERS

COMPACTED 
SUBGRADE

SAND BOX TIMBER SECTION
Scale: 1:20
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 SAND BOX NOTES:
1. ALL TIMBERS AND CAP BOARDS SHALL BE FULL 
LENGHT ON EACH SIDE (1200 MM LENGHT) AND JOINTS 
STAGGERED BETWEEN LAYERS AND SPIKED.
2. BASE COURSE TIMBERS SHALL BE PINNED WITH A 
MIN. OF 2 - 19 MM DIA. BY 900 MM LONG REBAR PER 
SECTION.
3. ALL LAYERS OF TIMBERS TO BE SPIKED TOGETHER 
WITH A MIN. OF 4 - 250 MM LONG SPIKES PER TIMBER.
4. CAP BOARD SHALL BE PREDRILLED AND SCREWED 
WITH TWO ROWS OF SCREWS AT EACH END OF THE CAP 
AND AT 600 MM O.C.  USE No: 8 x 75 MM LONG 
STAINLESS STEEL SCREWS COUNTERSUNK.

      

NOTE:  WRAP ENTIRE  
INSIDE OF EXISTING 
TIMBER POLES WITH A 
DOUBLE LAYER OF 
ARMTEC 200 GEOTEXTILE 
FROM THE FINISH 
SURFACE OF NEW SAND 
TO EXISTING GRADE.  
NAIL  FABRIC TO 
TIMBERS WITH 39 MM 
LONG GALVANIZED 
ROOFING NAILS EVERY 
SECOND POST.
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WADING POOL BUILDING
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RAILWAY  RIGHT  OF  WAY

CITY WALK

AGE 2-5 PLAY 
EQUIPMENT AREA 

INSTALL UNDERGROUND DRAINAGE 
SYSTEM TO EXISTING DITCH BELOW 
ALL FIBAR MATERIAL. TYPICAL ALL 
PLAY AREAS CONTAINING FIBAR

DIRECTION OF SUB 
GRADE DRAINAGE
.6 -1% SLOPE

TIMBER EDGE MAY BE 
MOUNTED TO EXISTING CHAIN 
LINK FENCE TO SCD 651B

TIMBER EDGE MAY BE 
MOUNTED TO EXISTING CHAIN 
LINK FENCE TO SCD 651B

TIMBER EDGE MAY BE 
MOUNTED TO EXISTING CHAIN 
LINK FENCE TO SCD 651B

CONTRACTOR MAY 
REMOVE OR INCORPORATE 
EXISTING SHRUBS INTO 
FIBAR AREAEXTEND UNDERGROUND 

DRAINAGE LINE INTO DITCH

EXTEND UNDERGROUND 
DRAINAGE LINE INTO DITCH

ROUTE DRAINAGE OF 5-12 
PLAY AREA THROUGH SWING 
LOCATION TO AVOID 
CUTTING  MATURE TREE 
ROOTS

AVOID SLOPING OR 
DRAINING GRASS AREAS 
TOWARDS EXISTING 
WADING POOL

DIRECTION OF SUB 
GRADE DRAINAGE
.6 -1% SLOPE

PERFORATED WEEPING 
TILE OR MULTI-FLOW TO 
SCD 650a.  TYPICAL.

NOTE:  ALL PLAY AREAS AND SHAPES ARE CONCEPTUAL 
ONLY AND THE CONTRACTOR SHALL ADJUST TO SUIT 
THEIR DESIGN SUBMISSION/PROPOSAL

NEW TIMBER EDGE FOR 
SAND BOX.  SEE DTL. 3-L3.
1200 MM LONG SIDES.

NEW CONCRETE INFILL, 1 METRE 
SQUARE.  SEE DTL. 2-L3
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