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LARGE LIMESTONE BLOCKS SET ON 100 MM DEPTH OF 6 
MM DIA. CRUSHED LIMESTONE DOWN.  BOTTOM OF 
BLOCK TO BE 50 MM BELOW FINISH GRADE.  WHERE 
BLOCKS ARE SHOWN SPACED THEY SHALL BE SPACED A 
MIN. OF 300 MM APART.
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BROKEN LINE INDICATES EXISTING 
WALK/PAVING TO BE REMOVED

SAWCUT AND REMOVE 
ASPHALT PAVING TO 1.5 
METRES FROM BUILDING 
WALL
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CONSTANTLY TO CITY WALK

NEW 125 MM THICK 
P.I.P. CONCRETE 
PAVING

GENERAL NOTES:

1. EXISTING GRADE ELEVATIONS ARE BASED ON SURVEY UNDERTAKEN BY KEN RECH 
LANDSCAPE ARCHITECTS AND MICHALENKO SURVEYS ON MARCH 22, 2012.  ALL GRADE 
ELEVATIONS SHOWN ARE GEODETIC AND IN METRES AND HUNDREDS OF A METRE.  LOCAL 
BENCH MARK IS SURVEY MONUMENT No: 10-008 LOCATED IN SOUTHWEST CORNER OF 
BUILDING FOUNDATION WALL, ELEV. 234.711.

2. TWO WEEKS PRIOR TO CONSTRUCTION COMMENCING, CONTRACTOR SHALL NOTIFY CITY 
OF WINNIPEG, GEOMATICS BRANCH, SURVEY INFRASTRUCTURE, TEL: 918-1360 AND HAVE 
EXISTING SURVEY MONUMENT INSPECTED, TO VERIFY THEY ARE ALL IN PLACE AND IN GOOD 
CONDITION.  THERE ARE A TOTAL OF 4 SURVEY MONUMENTS AROUND THIS SITE TO BE 
PROTECTED AND AS SHOWN ON DRAWING 1-L1.

3. LOCATE AND PROTECT ALL UNDERGROUND UTILITIES AND ELECTRICAL WIRING FOR 
HOCKEY RINK LIGHTS.

4. MULTI-FLOW DRAINAGE PIPE LOCATED IN GRASS AREAS IS TO BE INSTALLED AS PER 
SCD-659, BOTTOM DIAGRAM, "MULTI-FLOW DRAINAGE IN TURF DETAIL"

EDGE OF GRAVEL PAVED CITY LANE
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C.B. # 3
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INDICATES LIGHT 
STANDARD

INDICATES HYDRO POLE

EXISTING PLAY 
EQUIPMENT 
AREA

ASPHALT PAVED PARKING LOT

C.B. 

CITY GEODETIC BENCHMARK
10-008 IN FOUNDATION 
ELEVATION 234.711

PROTECT ALL SURVEY MONUMENTS

234.3

234.7

234.3

234.3
234.2

234.3
234.2

234.2
234.1

SHADED AREA INDICATES 2400 MM WIDE REGRADING OF 
EXISTING SWALE TO RAISE SWALE TO 100 MM BELOW 
LOWEST SIDE EMBANKMENT.  INSTALL MULTI-FLOW IN 
SWALE AND SOD NEW WIDTH.    SEE DTL. 3-L2

REMOVE 4 EXISTING STEEL 
BOLLARDS AND INSTALL NEW 
BOLLARDS. SEE DTL. 1-L4.  PROTECT 
EXISTING UNDERGROUND WIRING.

FUTURE PLAY 
EQUIPMENT AREA
25 x 21 METRES

FUTURE BASKETBALL COURT

REMOVE ALL (6) EXISTING SHRUBS
SEE DTL. 4-L1 FOR NEW PLANTING PLAN

REMOVE EXISTING CONC. WALK
SEE DTL. 3-4 L1 FOR WALK/PATIO LAYOUT

INSTALL 20 NEW WOOD BOLLARDS IN 
LINE WITH EXISTING WOOD BOLLARDS

NEW 
BOLLARDS

 

    

INDICATES EXISTING 
WOOD BOLLARD

EXISTING REFUSE 
CONTAINER FENCE

EXISTING BERM TO REMAIN (NO WORK)

BROKEN LINE INDICATES 
OUTLINE OF FUTURE 
PARKING LOT EXPANSION

FUTURE
BERM

FUTURE
BERM

REMOVE EXISTING WOOD BOLLARDS NORTH OF RESIDENTIAL 
PROPERTY LINE FENCE.  FILL HOLES WITH COMPACTED SAND AND 
100 MM TOPPING OF TOPSOIL AND SEED. 

INSTALL LARGE LIMESTONE BLOCK, AS PER DETAIL 
5-L1, MIDWAY BETWEEN NEIGHBOUR'S FENCE AND 
WOOD BOLLARD TO CLOSE OFF SITE ACCESS

INSTALL 2 NEW WOOD BOLLARDS IN 
LINE WITH EXISTING FENCE, MAX. 1800 
MM SPACING

INSTALL 3 NEW WOOD BOLLARDS IN 
LINE WITH EXISTING BOLLARDS, MAX. 
1800 MM SPACING

234.3

CONSTRUCT NEW BERM TO ELEVATION 
SHOWN WITH MAXIMUM 4:1 SIDE SLOPES.  
SOD TO LIMIT OF NEW GRADING

LIMIT OF NEW 
GRADING/SOD

SOD NEW BERM

SOD NEW DRAINAGE CHANNEL

INSTALL "V" SHAPED NEW SOD CHANNEL OR NEW 
MULTI-FLOW DRAINAGE CHANNEL TO INTERCEPT 
WATER FROM FLOWING ONTO THE LAND.
SEE TYPICAL SECTION 4-L2

"V" SHAPED DRAINAGE CHANNEL

HIGH POINT OF 
UNDERGROUND 
DRAINAGE LINE

HIGH POINT OF UNDERGROUND 
DRAINAGE LINE
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INV. / 233.8

INV. / 233.7
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INV. / 233.75

234.3234.3

234.3234.3
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234.35234.35

234.3234.3

INSTALL 100 MM DIA. PVC. OUTLET 
PIPE LAST 1.3 METRES

INSTALL 100 MM DIA. PVC. OUTLET 
PIPE LAST 1.3 METRES

SITE GRADING PLAN
Scale: 1:400

1
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INV. / 233.7

INV. / 233.6

300 MM HT. MULTI-FLOW 
DRAINAGE LINE.  SEE DTL. 
2-L2.

300 MM HT. MULTI-FLOW DRAINAGE LINE.  
SEE DTL. 2-L2.
ARROW SHOWS FLOW DIRECTION.

NOTE:  THESE 3 MULTI-FLOW DRAINAGE LINES ARE AREA 
"B".  ALL OTHERS ARE AREA "A".
AREA "B" MAY BE DELETED FROM THE CONTRACT.

INDICATES INVERT ELEVATION 
OF DRAINAGE CHANNEL

INDICATES FINISH SURFACE 
ELEVATION NEW SOD AREAS

INDICATES EXISTING 
GRADE ELEVATION

PROTECT ALL LIGHT STANDARDS 
AND UNDERGROUND ELECTRICAL 
WIRING

300 MM HT. MULTI-FLOW DRAINAGE LINE.  
SEE DTL. 2-L2.
ARROW SHOWS FLOW DIRECTION.
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INDICATE LOCATION OF 
CLEAN OUTS (TOTAL 7)

Plant List
Common Name Botanical Name Qty Scheduled Size Remarks
Deciduous Trees
Delta Hackberry Celtis occidentalis 7 min. 65 mm (2.5") cal., 3000 mm (10') ht.Specimen Quality. Min. 700 mm dia. rootball.  Single straight trunk.  Well branched head above 1.5 m ht.  Double Stake.
Pink Spires Crabapple malus x 'Pink Spires' 6 min. 50 mm (2") cal., 2400 mm height.  Specimen Quality.  Min. 700 mm dia. rootball.  Single straight trunk.  Well branched head above 1.2 m ht.  Double Stake.
Ivory Silk Tree Lilac syringa reticulata 'Ivory Silk' 2 as above
Blackhills Spruce pices glauca "Densata' 4 min. 4' height.  Specimen Quality.  Min. 500 mm dia. rootball.  Single stake.
Blackhills Spruce pices glauca "Densata' 5 min. 6' height.  Specimen Quality.  Min. 600 mm dia. rootball.  Double Stake.
Ponderosa Pine pinus ponderosa 2 min. 4' height.  Specimen Quality.  Min. 500 mm dia. rootball.  Single stake.
Ponderosa Pine pinus ponderosa 1 min. 6' height.  Specimen Quality.  Min. 600 mm dia. rootball.  Double Stake.

Shrubs / Perennials
American Highbush Cranberry viburnum trilobum 9 min. 3 basal stems, each stem to be min. 900 mm (36")  ht.  Container.
Pygmy Caragana Caragana pygmaea 20 min. 15 basal stems, each stem to be min. 500 mm (20") height.  Container.
Stella D'Oro Daylily Hemerocallis cvs. 'Stella D'Oro' 8 Min. 1 gallon, two year old plants.
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