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INSTALL CATCHBASIN (SD-025)
AT STA 6+76.95 OFFSET 0
C/W DITCH INLET GRATE
SEE DETAIL SHEET C1010
5.0 OF 250 CB LEAD AT 2%
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INSTALL CATCHBASIN (SD-024)
AT STA 6+70
OFFSET 15.0 RIGHT
AP-009 COVER
15.0 OF 250 CB LEAD AT 2%
RIM 32.511
INV 30.861, BOT 30.261

INSTALL CATCHBASIN(SD-024)
STN 6+70 OFFSET 16.7m LEFT
AP-009 COVER
18.0 OF 250 CB LEAD AT 2%
RIM 31.636
INV 29.986, BOT 29.386

CATCHBASIN INSTALLED AT
EDGE OF FUTURE PAVEMENT

START ROAD & TEMP SWALE
CONSTRUCTION AT STA 6+05.85
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No. ElevationDescription Northing Easting

CP 1 232.535IB CP1 3000.000 10000.000
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CONSTRUCTION NOTES

1. ALL PAVEMENT DIMENSIONS ARE TO BACK OF CURB.

2. ALL BACKFILL UNDER BOULEVARD TO BE CLASS 4 UNLESS OTHERWISE NOTED.

3. ALL PIPE UNDER EXISTING AND FUTURE PAVEMENT TO BE INSTALLED USING

TRENCHLESS METHODS. WHERE NOT POSSIBLE, OPEN CUT WITH CLASS 2 BACKFILL.

4. ALL CURB RAMP IN ACCORDANCE WITH SD-229A STANDARD LAYOUT, C & E.

5. SUBDRAINS AT LOW POINTS (5.0m EACH WAY AS PER SD-245).

GENERAL NOTES

1. CHAINAGE IS ALONG CENTRE LINE OF WAVERLEY STREET ROW.

2. SEE DRAWING C1006 TO C1008 FOR WAVERLEY STREET UNDERGROUND.
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75 BASE COURSE (19 DOWN LIMESTONE)

325 SUBBASE (100 DOWN LIMESTONE)

COMPACTED SUBGRADE

SEPARATION GEOTEXTILE FABRIC

250 PLAIN DOWELLED CONCRETE PAVEMENT

75 LEVELING COURSE (50 DOWN LIMESTONE)

75 BASE COURSE (19 DOWN LIMESTONE)

325 SUBBASE (100 DOWN LIMESTONE)

COMPACTED SUBGRADE

SEPARATION GEOTEXTILE FABRIC

250 PLAIN DOWELLED CONCRETE PAVEMENT

75 LEVELING COURSE (50 DOWN LIMESTONE)
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(NOT IN CONTRACT)
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