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No. Date Issue Notes West Kildonan CC Playground
Details

4LD-1

Sod / Seed Detail
Scale: 1:10
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Mineral Sod or Seed as noted on Plan

Soil base portion of mineral sod OR
Additional seed bed soil for seeding

 Topsoil as per specification

Sod Detail
Scale: 1:10
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LD-1 Min 0.5% slope of Multi-Flo To Outfall
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M
in 1% slope to drain trench

M
in 1% slope to drain trench
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Outside of Play Area
Inside Play Area

Note:
Rough (Mud) grade to slope as indicated.
Top of finish surface to be level
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Playground Subdrain Plan
Scale: 1:25
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LD-1

Min 0.5% Slope to Outfall

Play Curb on granular base (See
Detail - May be multiple layers)

Adjacent Surface (Varies)

Sand Filled Trench (See Multiflo Details)

WoodCarpet Play Surfacing

Non-Woven Geotextile as per Manufacturers Instruction

Multiflo Drain pipe in sand filled trench

.038 m ø River Wash stone or approved Equal

WoodCarpet Safety Surface Fibar Safety Surface

Fibar Safety Surfacing
Fibar Drain installed as per 
manufacturers instructions
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Multiflo Drain pipe in sand filled trench

Edge of Safety Zone

Fibar Safety Surfacing

Section B
Scale: 1:25
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LD-1

WoodCarpet Safety Surface Fibar Safety Surface

Fibar Safety Surfacing
Fibar Drain installed as per 
manufacturers instructions
Multiflo Drain pipe in sand filled trench

WoodCarpet Play Surfacing

Non-Woven Geotextile as per 
Manufacturers Instruction
.038 m ø River Wash stone or approved Equal

Multiflo Drain pipe in sand filled trench

Subgrade slopes to subdrain Subgrade slopes to subdrain

Subgrade slopes to subdrain Subgrade slopes to subdrain

Section A
Scale: 1:25
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LD-1

Edge peices of 
sod to be running 
long length 
paralled to edge 
of sodded area

No Small Peices at Joints

Inside peices to be 
placed with staggerd 
joints

Note:
Sod placed on slope to be placed with long 
edge running across the slope (not down the 
slope) 
For slopes greater than 1:5 sod on slopes is to 
be pegged.

Sod Pattern
Scale: 1:50
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