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Existing Catch
Basin

Protect existing Trees
During Construction

Relocate existing 
sandbox

Install only two 1.8 m 
Tache Composite 
Bences c.w. center 
Armrest.

Install only two 1.8 m
Tache Composite

Bences c.w. center
Armrest.

Supply and install new 
Crusher Fines Paving

Supply and install 
independent Play 
component as 
budget will allow

Supply and install
Junior Play Structure

Supply and
install 3 bay 8'

ht. swings cw. 4
infant seats and

2 belt seats.

Supply and install new
single layer PT timber play

curb c.w. Trex Cap.

Supply and install new
single layer PT timber play

curb c.w. Trex Cap.

Supply and install wood
fiber safety surfacing

system c.w. sub drain,
wear mats and other items

necessary to make a
complete installation as

per details and
manufactures

specifications.

Supply and install wood fiber safety surfacing system c.w.
sub drain, wear mats and other items necessary to make a

complete installation as per details and manufactures
specifications.

Cut sod at outside edge, regrade as necessary to meet
design grade at timber, supply and install topsoil and sod.

Cut sod at outside edge,
regrade as necessary to

meet design grade at timber,
supply and install topsoil and

sod.

Cut sod at outside 
edge, regrade as 
necessary to meet 
design grade at 
timber, supply and 
install topsoil and sod.

Protect and maintain existing metal slat waste
receptical

Supply and install accessible 
entry points as shown.  
Confirm location with 
Contract Administrator prior 
to constructing.  Entry points 
to be 2.4 m wide

Multi-flo drain tile (to
pick up sub drain in

play areas).  Connect
to existing CB in Park.

Construction Limit

Construction Limit

Supply and Install new
Double Sided Park Sign

Multi-flo drain tile to
extend into park.

Connect to existing
CB in Park.

Contractor to confirm
extent and alignment
on site with Contract

Administrator prior to
installing.

Note:
Geocomposite Drain (multi-flo) total quantity to be installed 
110 lm.  All Geocomposite drain will be considered as part of 
the Play Safety surfacing for measurement and payment
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