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UTILITY AGENCIES AS REQ'D.
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REMOVE, STORE AND RE-INSTALL

EXISTING SIGN PANELS

REFURBISH AND REINSTALL SIGN

MOUNTING BRACKETS

BOLTED CONNECTION

SUPPLY AND DELIVER NEW

MOUNTING BRACKETS FOR

FUTURE SIGN PANELS. REFER

TO SHEET 7
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NOTICE:

THE EXISTENCE, LOCATION AND ELEVATION OF  UTILITIES

AND/OR CONCEALED STRUCTURES AT THE PROJECT SITE ARE

NOT GUARANTEED BY DILLON CONSULTING LTD.

THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE

EXISTENCE, LOCATION AND ELEVATION OF ALL SUCH UTILITIES

AND/OR STRUCTURES AND IS RESPONSIBLE FOR NOTIFYING THE

APPROPRIATE COMPANY, DEPARTMENT OR PERSON(S) OF ITS

INTENTION TO CARRY OUT ITS OPERATIONS.

LOCATION MAP

S644 CENTURY STREET N/B

SOUTH OF BORDER STREET

0706

SITE PLAN

NTS

NOTES

1. EXISTING PILE AND ANCHOR BOLTS TO REMAIN.

2. CONTRACTOR SHALL RE-INSTALL REFURBISHED TYPE 2.1

STRUCTURE ON EXISTING PILE AND ANCHOR BOLTS C/W NEW

GROUT PAD

3. REMOVE, STORE AND RE-INSTALL EXISTING SIGN PANELS ON

REFURBISHED MOUNTING BRACKETS

4. SUPPLY AND DELIVER NEW MOUNTING BRACKETS FOR FUTURE

SIGN PANELS. REFER TO SHEET 7.
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