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SUPPLY AND INSTALL
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EXIST.  ASPHALT PARKING LOT

NOTE

ALL CUT ENDS TO BE TREATED WITH PRESERVATIVE
ALL LUMBER TO BE PRESSURE TREATED (GREEN)
ALL FASTENERS SHALL BE GALVANIZED OR PLATED 

2400 MAXIMUM

184 X 184 WD. POST  (TYP.)

50 X 250 mm ROUGH CUT BUMPER

19mm o - 125 L. LAG
SCREW WITH WASHER

SET 184 x 184 POST IN 400mm o
AUGURED HOLE AND FILL WITH
COMPACTED GRANULAR MATERIAL

PARKING LOT ELEV.

SIDEWALK ELEV.

PARKING LOT ELEV.

SIDEWALK ELEV.

PARKING LOT ELEV.
SIDEWALK ELEV.

PATHWAY SODDING

WOODEN PARKING LOT FENCE

RETAINING WALL AND FENCE

A - A

Barkman "Durahold" Pre-Cast Retaining Wall
(installed as per manufacturer's instructions)
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RETAINING WALL

DURAHOLD
COPING UNIT

DURAHOLD
STANDARD UNIT

 

PERFORATED DRAIN
WITH FILTER SOCK
(CONNECTED TO 
DRAINAGE EMITTER

COMPACTED 
GRANULAR BASE
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RETAINING WALL AND WOODEN

B - B

COMPACTED GRANULAR MATERIAL

100mm (4") DEPTH WOOD 
CHIP MULCH  SURFACING

19mm (3/4") DOWN LIMESTONE

NON-WOVEN GEOTEXTILE FILTER CLOTH
TO MANUFACTURERS SPECIFICATIONS
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PARKING LOT FENCE  CROSS SECTION

EXIST. ASPHALT 

I

POLYOLEFIN POP-UP
DRAINAGE EMITTER

PERFORATED DRAIN WITH FILTER SOCK
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ASPHALT TO BE SAW CUT  
 

COMPOSITE IMPACT-CURBS 
INSTALLED AS PER MANUFACTURERS

WOODEN PARKING LOT FENCE

  PARKING LOT

71-2012

INSTRUCTIONS

COMPOSITE IMPACT-CURBS 
INSTALLED AS PER MANUFACTURERS
INSTRUCTIONS

ALL HOLES FOR LAG SCREWS TO BE PRE DRILLED 

 
 

KIRKBRIDGE PARK
 RETAINING WALL, PARKING LOT 

FENCE AND PATHWAY SODDING1 FOR REVIEW 17/2/12 TB
2 FOR CONSTRUCTION 1/3/12 TB


