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MOLSON STREET - STA. 0+800
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TYP 50 TYPE 1A ASPHALTIC CONCRETE PAVEMENT

100 TYPE III ASPHALTIC CONCRETE PAVEMENT
75 BASE COURSE MATERIAL
150 SUB-BASE MATERIAL - 50 mm
450 SUB-BASE MATERIAL - 150 mm
SEPARATION GEOTEXTILE FABRIC
SUB-GRADE COMPACTION

CURB AND GUTTER
SD-200 (TYP)

VARIES VARIES
NORTHBOUND

1.50 VARIES VARIES
SOUTHBOUND

SEPARATE CONCRETE
SPLASH STRIP SD-223B
(TYP)
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SOUTHBOUND
CONTROL LINE

NORTHBOUND
CONTROL LINE

0.71 6.90

31.96

2%

CONCRETE
SIDEWALK

SD-228A
(TYP)
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CALLSBECK AVENUE
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ASPHALT PARKING LOT
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230 PLAIN DOWELLED PAVEMENT
75 BASE COURSE MATERIAL
150 SUB-BASE MATERIAL - 50 mm
300 SUB-BASE MATERIAL - 150 mm
SEPARATION GEOTEXTILE FABRIC
SUB-GRADE COMPACTION

7.40

EXISTING
GROUND

CONCRETE
APPROACHBARRIER CURB

(INTEGRAL) SD-204

6.406.30

20.10

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES
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