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GRATE ATTACHMENT
SCALE 1:5

CURB RAMP SDE-229AA (TYP)
WITH DETECTABLE WARNING

SURFACE TILE

60 mm INTERLOCKING PAVING STONES
ON LEAN CONCRETE BASE
SD-240B (TYP)
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SCALE 1:100
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PATTERN: SOLDIER COURSE
COLOUR: ANTIQUE BROWN
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CONCRETE TO ASPHALT PAVEMENT TRANSITION
SCALE 1:20
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230 PLAIN DOWELLED CONCRETE PAVEMENT
75 BASE COURSE MATERIAL
300 CRUSHED SUB-BASE MATERIAL - 50 mm
SEPARATION GEOTEXTILE FABRIC
SUB-GRADE COMPACTION

50 TYPE 1A ASPHALTIC CONCRETE PAVEMENT
100 TYPE III ASPHALTIC CONCRETE PAVEMENT

100 BASE COURSE MATERIAL
450 CRUSHED SUB-BASE MATERIAL - 50 mm
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TRANSIT SHELTER FOUNDATION PLAN
SCALE 1:20

10M @ 300 E.W. TOP (75 COVER)

150mm COMPACTED GRANULAR BASE

COMPACTED OR UNDISTURBED SUBGRADE

2 - 10M REBAR, BOTTOM CONTINUOUS

MIN. 150mm THICK CONCRETE

10M TIES @ 300 O.C.

SHELTER VERTICAL SUPPORTS
( BY OTHERS)

1829

2 - 15M BOTT.
CONTINUOUS AROUND

PERIMETER OF SLAB

CONDUIT  FOR ELECTRICAL FEED
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TRANSIT SHELTER FOUNDATION SECTION
SCALE 1:10

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES
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