
DIRECTION OF TRAVEL
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SAFETY CURB
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SAFETY CURB - SD-206B

SEPARATE CONCRETE SPLASH STRIP - SD-223B
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SAFETY CURB TRANSITION
SCALE 1:50

60

90

76
0

45
0

64
0

20
0

60
0

DRILL 300Ø HOLE
BACKFILLED W/ LIMESTONE
BASE COURSE
COMPACTED ALL AROUND

CAP POST HOLE WITH
MIN. 75 mm ASPHALT

75 X 300 mm PT
TREAT CUT EDGES WITH
PRESERVATIVE AND
LAG SCREW TO POST

140 X140 mm PT POSTS AT
3000 mm O/C
TREAT CUT EDGES WITH
PRESERVATIVE.
POST PLUMBED.
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2 - 38 X 164 mm PT
TREAT CUT EDGES WITH

PRESERVATIVE AND
LAG SCREW TO POST

2
26 33

FENCE DETAIL
SCALE 1:10

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES
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PANET ROAD/MOLSON STREET
RECONSTRUCTION AND TWINNING

P-3350-

12/16/2013

12/16/2013

CRANG
J.N.

12/16/2013

DETAILS
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