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RIM - TO BE DETERMINED
INV N. - 227.467
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EXIST. 600 F.M.
INV. 228.230

RIM - TO BE DETERMINED
INV N. - 226.859
INV S. - 226.709
INV E. - 226.709
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300 W.M. (EXACT EL UNKOWN)

750 F.M.

750 F.M.

53.5 - 750 LDS (ASTM C76-CL4 CON

105.1 - 750 LDS (ASTM C76-CL4 CONC.) @ 0.58% - TRENCHLESS
90.1 - 375 LDS (ASTM C76-CL4 CONC.) @ 0.45% - TRENCHLESS
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METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

CONSTRUCTION NOTES:

1. ALL PVC PIPE SHALL HAVE CLASS B-TYPE 3
BEDDING AND ALL CONCRETE PIPE SHALL
HAVE CLASS B-SAND BEDDING.

2. BACKFILL UNDER PAVEMENT, IN SIDEWALKS,
& WITHIN 1.0 m OF PAVEMENT TO BE 6"
LIMESTONE FLOOD TAMPED.

3. BACKFILL IN BOULEVARD TO BE CLASS 5.

4. ALL CATCH BASIN LEADS TO BE 200 Ø AND
INSTALLED AT MIN. 1.0% SLOPE OR AS
DIRECTED BY CONTRACT ADMINISTRATOR.

5. PIPE INSTALLED IN C.P.R. R.O.W. TO BE
INSTALLED USING PIPE JACKING METHOD.
NO EXCAVATIONS ARE PERMITTED WITHIN
THE C.P.R. R.O.W.

6. PIPE CROSSING IN C.P.R. R.O.W. TO BE
CONSTRUCTED, MAINTAINED, AND
OPERATED IN ACCORDANCE WITH TCE-10
STANDARDS.

7. WARNING SIGN TO BE INSTALLED NEAR
PROPERTY LINES INDICATING BURIED
UTILITY.

Member

NAIRN
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* SEE PLAN/PROFILE SHEETS FOR
CATCH BASIN AND CATCH PIT DATA
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