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WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED FOR
EXCAVATION ON THIS PROJECT THE CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION
OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS. SEE PROVINCIAL REGULATION 140/92 FOR
DETAILS.

DATE

NOTE:

COMMITTEE

OBTAINED FROM THE INDIVIDUAL UTILITIES
EXACT LOCATION OF ALL SERVICES MUST BE
EXACT. CONFIRMATION OF EXISTENCE AND
SHOWN OR THAT THE GIVEN LOCATIONS ARE
IS GIVEN THAT ALL EXISTING UTILITIES ARE
INFORMATION AVAILABLE. BUT NO GUARANTEE
AS SHOWN ARE BASED ON THE BEST

LOCATION OF UNDERGROUND STRUCTURES

SUPV. U/G STRUCTURES

BEFORE PROCEEDING WITH CONSTRUCTION.
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BUILDING OUTLINE
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MONITORING WELL

250 CS

SURFACE SOIL
EXCAVATION

EXCAVATION
BOUNDARIES

SITE 3

SITE 4

ASPHALT

CONCRETE

SOIL AREA

REMOVE IMPACTED SOIL WITHIN EXCAVATION
BOUNDARY TO A DEPTH OF 0.3m AND
REPLACE WITH CLEAN IMPORTED MATERIAL

CAUTION: BURIED ELECTRICAL CABLES

GUARD HOUSE AND
CONCRETE PAD
TO REMAIN

SIGN TO REMAIN

EXCAVATION
AREA = 1,120 sq.m.

SEE DRAWING C0004
AND C0005 FOR SITE 3
DETAILS
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FENCE

CURB

RAILWAY TRACK

NOTES:

1. ALL DIMENSIONS AND ELEVATIONS TO
BE CONFIRMED IN FIELD PRIOR TO
CONSTRUCTION

2. ALL AREAS WITHIN EXCAVATION
BOUNDARIES TO BE REPLACED WITH
GRAVEL UNLESS OTHERWISE
INDICATED
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