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OBTAINED FROM THE INDIVIDUAL UTILITIES
EXACT LOCATION OF ALL SERVICES MUST BE
EXACT. CONFIRMATION OF EXISTENCE AND
SHOWN OR THAT THE GIVEN LOCATIONS ARE
IS GIVEN THAT ALL EXISTING UTILITIES ARE
INFORMATION AVAILABLE. BUT NO GUARANTEE
AS SHOWN ARE BASED ON THE BEST

LOCATION OF UNDERGROUND STRUCTURES

SUPV. U/G STRUCTURES

BEFORE PROCEEDING WITH CONSTRUCTION.

REMOVE EXISTING CHAINLINK FENCE

2
- -

STAGE 2 - BENCH CUT BANKS
1:75

3
- -

STAGE 3 - EXCAVATE CREEK BED
1:75

4
- -

STAGE 4 - CONSTRUCT CREEK BED
1:75

5
- -

STAGE 5 - CONSTRUCT CHANNEL
1:75

6
- -

STAGE 6 - VEGATATE & MAINTAIN
1:75

IMPACTED OPERATIONS YARD SOIL

REMOVE EXISTING RETAINING WALL

IMPACTED CREEK BOTTOM SEDIMENT
(CREEK BOTTOM SEDIMENT BELOW NWL)

HYDRO POLE

ADDITIONAL EXCAVATION OF
CLEAN MATERIAL REQUIRED FOR
SLOPE STABILITY

STOCKPILE CLEAN
EXCAVATED MATERIAL FOR
REUSE MINIMUM 5.0m AWAY
FROM TOP OF BANK ON
EITHER SIDE

EXCAVATE AND DISPOSE OF
REMAINING IMPACTED CREEK
BOTTOM SEDIMENT BELOW
NWL

1
.0

±

INSTALL 600mm THICK LAYER OF ROCK FILL

INSTALL 400mm THICK LAYER OF IMPORTED
SILTY CLAY

INSTALL WOVEN GEOTEXTILE

CONSTRUCT 4:1 SIDESLOPES
USING STOCKPILED CLEAN MATERIAL
AND CLEAN IMPORTED MATERIAL
PLACE AND COMPACT IN
HORIZONTAL LAYERS

3.0

INSTALL SILT FENCE AT
NWL (232.1) AND MAINTAIN

ROUGH GRADE SIDESLOPES
AMEND SOIL AND HYDROSEED
AND MAINTAIN

CONSTRUCT COFFERDAMS UPSTREAM
AND DOWNSTREAM OF CONSTRUCTION

ZONE

MOW VEGETATION, CLEAN AND GRUB
BRUSH AND TREES AT LOCATIONS SHOWN

(BOTH SIDES)
1.00

DISPOSE OF IMPACTED
CREEK BOTTOM SEDIMENT
WITHIN BENCH CUT

INSTALL RIPRAP STRUCTURES
(NOT SHOWN, SEE DWG C0011)

1
C0008 -

STAGE 1 - SITE PREP AND DEWATERING
1:75 * CROSS SECTION "D" FROM DWG C0008 SHOWN

DISPOSE OF IMPACTED SURFACE
MATERIAL FROM SITES 2 AND 3

3.25

4.26

100 GAS

STOCKPILE (OR REMOVE
IMPACTED SOILS)

REMOVE AND DISPOSE
OF IMPACTED SOIL

RETAIN SOIL
FOR REUSE

5.00

MINIMUM5.00
MINIMUM

REMOVE / REGRADE ANY
REMAINING SOIL FROM
STOCKPILE AREAS

RDW

GS

STOCKPILE

STOCKPILE

MIN

18.288

6.20 ±


