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375 WWS (TO BE REMOVED)

1+000

1+050

525 LDS
(TO BE REMOVED)

HYDRO 12KV FEEDER
(TO BE ABAND BY OTHERS) NOTE:  GAS LINE WILL REMAIN

LIVE NORTH FROM APPROX
1184 PLESSIS TO SERVICE
MANITOBA HOUSING COMPLEX

250 IMPERIAL OIL PIPELINE

RIM EL 25.75
375 E INV 23.475
375 W INV 23.475
1050 N NV 22.950
1050 S INV 22.950

RIM EL 25.88
450 N INV 23.570
1050 S INV 22.975

RIM EL 29.86
300 W INV 27.325
300 E INV 27.325
375 N INV 27.250
450 S INV 27.175

RIM EL 31.56
300 E INV 29.150
300 NW INV 29.150
375 S INV 28.920

RIM EL 32.20
525 W INV 28.380

525 NE INV 28.380

RIM EL 32.19
525 SW INV 28.325
600 N INV 28.325

RIM EL 32.21
600 S INV 28.220
600 NE INV 28.220

RIM EL 32.03
600 SW INV 28.150
1050 SE INV 27.980
1050 N INV 27.980

62.7 OF 600 C76-III
RCP LDS @ 0.17%

24.5 OF 525 SDR 35 PVC LDS @ 0.22%
(TRENCHLESS INSTALLATION)

40.8 OF 600 C76-III
RCP LDS @ 0.17%
(TRENCHLESS
INSTALLATION)

ORIGINAL GROUND ABOVE
SOUTHBOUND CONTROL LINE

3.2 OF 200 WWS OVERFLOW

31.5 OF 250 CONC WWS @ 0.41%

RIM EL 31.90
200 N INV 28.980
375 S INV 28.860

RIM EL 31.93
250 SW INV 28.230
200 S INV 28.050
250 N INV 28.080

@ 0.29%

31.3 OF 375 CONC WWS @ 0.50%

18.2 OF 375 CONC
WWS @ 0.11%

58.8 OF 250 CONC WWS @ 0.24%

EXISTING
FEATURES

EXISTING
FEATURES

A WATERMAIN CONNECTION DETAIL
C-1004 Scale 1:100

1.00 1.00
318

WT = 9.525 mm @ 9.56%

RETAINING WALL

(CB.35 to MH.L20)

STAINLESS STEEL BANDS (TYP)

EPDM CASING FLEXIBLE
END SEAL

NOTES:
 - ENSURE SSP IS CENTERED IN CASING PIPE
 - MAINTAIN GRADE AS SHOWN

B
C-1003 Scale 1:25
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PLAN / PROFILEWARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT, THE CONTRACTOR MUST:
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION OF EXCAVATION.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY INSTALLATIONS.
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

LOCATION APPROVED

PLESSIS ROAD TWINNING AND GRADE
SEPARATION AT CN REDDITT SUBDIVISION

CONTRACT 3

Certificate of Authorization

AECOM Canada Ltd.

No. 4671       Date:_____________

PLESSIS ROAD - LDS
195m NORTH OF DUGALD ROAD

TO 120m SOUTH OF KERNAGHAN AVENUE
C-1003

03 15

P-3346-2303

BID OPPORTUNITY NO. 712-2013

0

MPG

KMB

0 ISSUED FOR TENDER 2013/11/22 KMB

CHAINAGE ALONG PLESSIS RD SB BL


