
TAMPER RESISTANT DRAIN
(SEE MECHANICAL)

LAP CAP AND BASE SHEET OVER DRAIN FLANGE

FULLY ADHERED MODIFIED BITUMINOUS FLASHING UNDER DRAIN FLANGE
(EXTENDS TO 300 MIN FROM EDGE OF DRAIN PENETRATION)

610

PROVIDE CONT. SEAL AROUND BOLT PENETRATIONS

LAP FULLY-ADHERED AVB ONTO DRAIN HOUSING AND PROVIDE CONT. SEAL

CONNECT TO INSULATED INTERNAL ROOF
DRAIN PIPING AS PER MECHANICAL

JOIST TOP CHORD BEYOND

EXPANDING FOAM
TO FILL VOIDS

5% ROOF VALLEY

ANCHOR AND FLANGE

LAP CAP SHEET OVER FLANGE AND
MODIFIED BITUMINOUS FLASHING

FULLY ADHERED MODIFIED BITUMINOUS
FLASHING OVER ANCHOR FLANGE (EXTENDS
TO 300 MIN FROM EDGE PENETRATION)

BASE SHEET TO CONTINUE UNDER  FLANGE

AFFIX ANCHOR TO STRUCTURE AS PER MANUFACTURERS
INSTRUCTIONS AND AS SUITED TO STRUCTURE CONDITION
(BOLT OVER OWSJ SHOWN)  SEE STRUCTURAL

22 GA CLOSER  PLATE
SECURED WITH SELF
TAPPING METAL SCREWS

300 MINIMUM
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E EPDM PRESSURE

GROMMET SEAL

EMBED FLANGE INTO
PLASTIC CEMENT

EPDM BASE SEAL
BONDED  TO FLANGE

HEAT SEAL AS PER MANUFACTURERS INSTRUCTIONS

HSS (REFER TO STRUCT)

PROTECTION BOARD AS PER R1, TYP

LAP CAP SHEET OVER FLANGE AND
MODIFIED BITUMINOUS FLASHING

FULLY ADHERED MODIFIED BITUMINOUS
FLASHING OVER ANCHOR FLANGE (EXTENDS
TO 300 MIN FROM EDGE PENETRATION)

BASE SHEET TO CONTINUE
UNDER  FLANGE

CAP MECHANICALL
SECURED TO FLANGE

EMBED FLANGE INTO
PLASTIC CEMENT

EPDM BASE SEAL BONDED
TO FLANGE TYP

T/O MEZZANINE FLOOR
104950

STUDWALL CURB
-16mm EXTERIOR GRADE PLYWOOD
-38x89 STUDWALL
     (MAX STUD SPACING 600mm)
-FILL VOIDS WITH BATT INSULATION
-13mm PT PLWD
-CONTINUOUS VAPOUR BARRIER
     (LAP TO TOP FACE OF CURB AND
     SECURE BENEATH ROOF HATCH)
-16mm GYPSUM SHEATHING
     (MATCH ROOF TYPE)

TYP
MIN 150

TYP
MIN 150

WRAP BASE AND CONTINUE
CAP SHEET TO TOP OF HATCH

102x102x6.4
ANGLE TYP
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L127x76x9.5 CLIP LLV
16Ø BOLT TO RAIL
16Ø HAS E ROD EPOXY GROUT
USING HILTI HIT-RE 500.
PROVIDE 73mm EMBEDMENT

64

25mm Ø SOLID STEEL BAR RUNGS @
300mm O.C. MAX - FULLY WELDED

30
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TY
P

WRAP A/V BARRIER OVER
TOP OF CURB AND LAP
OVER ROOF A/V BARRIER

INSULATED HATCH INSTALLED AS PER
MANUFACTURERS RECOMMENDATIONS

CHAIN LINK FENCE

76x9.5 THICK BENT PLATE.
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AS REQUIRED FOR
HATCH CLEARANCE

SLOTTED HOLE
BOLT TO STEEL ANGLE
WITH 1-19 Ø TYP E.S.
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METAL PLATE GUARD COVER
MIN 3mm THICK C/W  HINGES @
900 O.C. AND HASP TO ACCEPT

PAD LOCK (LOCK N.I.C.)
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CABLE ANCHOR POST TYPE AND FLANGE AS REQUIRED
AS PER MANUFACTURES RECOMMENDATIONS

LAP CAP SHEET OVER FLANGE AND
MODIFIED BITUMINOUS FLASHING

FULLY ADHERED MODIFIED BITUMINOUS
FLASHING OVER ANCHOR FLANGE (EXTENDS
TO 300 MIN FROM EDGE PENETRATION)

BASE SHEET TO CONTINUE UNDER  FLANGE

AFFIX ANCHOR TO STRUCTURE AS PER
MANUFACTURERS INSTRUCTIONS AND AS SUITED TO
STRUCTURAL CONDITION PRESENT SEE STRUCTURAL

22 GA CLOSER  PLATE
SECURED WITH SELF
TAPPING METAL SCREWS

EPDM PRESSURE
GROMMET SEAL

EMBED FLANGE INTO
PLASTIC CEMENT

EPDM BASE SEAL
BONDED  TO FLANGE

HEAT SEAL AS PER MANUFACTURERS INSTRUCTIONS

PROTECTION BOARD AS PER R1, TYP
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ROOF CURB
-16mm EXTERIOR GRADE GLASS FIBRE-
REINFORCED GYPSUM SHEATHING
-89mm FRAMING @ 400mm O.C.
     -FILL ALL VOIDS WITH
      FIBREGLASS BATT INSULATION
-ENSURE CONTINUITY OF FULLY
ADHERED A/V BARRIER TO MECHANICAL

R1
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TYP
MIN 150
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LAP BASE & CAP SHEET OVER CURB
& SEAL ALL JOINTS AND CORNERS

SHEET METAL SLEEVE TO BE SEALED
TO PREFORMED GOOSENECK

PROVIDE POSITIVE SLOP (MIN 5%) ON
ALL COUNTERFLASHING TYP

PROVIDE INSECT SCREEN

LAP AND SEAL A/V BARRIER
TO ENSURE CONTINUITY TYPTYP

300 PT PLWD SURROUND

102x102 FIBRE CANT TYP

PREFORMED GOOSENECK
(SEE MECHANICAL)

ALL SHEET METAL JOINTS TO BE SEALED WATER TIGHT
WITH HIGH VELOCITY DUCT SEALANT

DUCT TO BE LINED WITH 50mm ACOUSTIC INSULATION
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50

DUCT, RANGE TOP HOOD AND
FAN TO BE SUPPORTED AS PER
MANUFACTURERS
RECOMMENDATIONS.

20 GUAGE PAINTED CLOSURE
PLATE, SIZED TO SUIT FASTEN TO
U/S DECK WITH SELF-TAPPING
METAL SCREWS

ARMOURED ELECTRICAL CONDUIT (SEE ELEC.)
TO RUN IN NEGATIVE FLUTES, CLOSURE
STRIPS TRIMMED TO SUIT (MAX GAP 3mm)

FIXTURE AND JUNCTION BOX AS SPECIFIED

GLULAM GIRT BEYOND
(SEE STRUCTURAL)

This drawing is property of the Consultant and
cannot be reproduced or used without the consent
of the Consultant. The contractor is responsible for
checking and verifying all levels and dimensions
and shall report all discrepancies to the Consultant
and obtain clarification prior to commencing work.
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