
SEAT WALL DETAILS
SCALE: AS NOTED
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CIP CONCRETE SEAT WALL & FOOTING 
REFER TO DETAIL

70 x 289 x 38mm P.T. SLEEPERS 
@ 500mm O.C.

38 x 89 NO. 1 DOUGLAS FIR SEAT CAP

ELEVATION4B

2.134

500

150w x 60h x 5mm (3/16") STEEL (GALV.) T-PLATE  
TO FASTEN SLEEPERS AND SEPARATE 

WOOD FROM CONCRETE

HILTI ANCHOR T-PLATE TO CIP CONCRETE SEAT WALL 
W/ FASTENERS SIZED TO SUIT

SECTION4C

STEEL T-PLATE (GALV.)  
REFER TO 4A/L105

 
500mm TYP.

50
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DRIP EDGE, SAW CUT 
6mm WIDTH, 19mm DEPTH

60

89

38 x 89  NO. 1 DOUGLAS FIR  
 SEAT CAP - REFER TO SPEC. 

SEAL W/ PENETRATING SEALER. 
REFER TO ARCHITECTURAL SPEC.

406

70 x 289 x 38mm P.T.  
SLEEPERS @ 500mm O.C.

15mm GAP B/T BOARDS TYP.

LIGHT DUTY ASPHALT WALKWAY 
REFER TO 1B/L105 65

0

20
0

CIP CONCRETE SEAT WALL & FOOTING 
REFER TO STRUCTURAL 

FOR REINFORCING

22
5745

100

19mm DOWN COMPACTED GRANULAR BASE 
TO 100% STD. PROCTOR

345

MODIFY EXISTING BERM, REFER TO 
GRADING PLAN (CIVIL)

COMPACTED SUBGRADE

100mm TOPSOIL & 
MINERAL SOD

19mm CLEAN, DRAINAGE 
STONE BACKFILL

19
15

0
24

0

SCALE: 1:15

100mm DIA. WEEPING TILE 
C/W SOCK, TIE INTO BUILDING FOUNDATION 
SYSTEM. REFER TO ARCHITECTURAL

LINE OF EXCAVATIONLINE OF EXCAVATION

70 x 2058 x 38mm NO. 1 
D.F. BACKER BOARD

250
654

500-115 Bannatyne Ave East, Winnipeg MB   R3B 0R3!
PHONE 204 944 9907   FAX 204 957 1467  htfc.mb.ca

This drawing is property of the Consultant and
cannot be reproduced or used without the consent
of the Consultant. The contractor is responsible for
checking and verifying all levels and dimensions
and shall report all discrepancies to the Consultant
and obtain clarification prior to commencing work.
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Issued for Tender

A
HEAVY DUTY PAVEMENT 
ENTRANCE ROAD, PARKING LOT AND  
ZAMBONI TRAVEL ROUTE

47
5 50mm Ø DOWN, CRUSHED LIMESTONE!

SUB-BASE COURSE!
COMPACTED TO 98%!
STANDARD PROCTOR

20mm Ø DOWN, CRUSHED CRUSHED!
LIMESTONE BASE COURSE!
COMPACTED TO 98% !
STANDARD PROCTOR

B LIGHT DUTY PAVEMENT 
PEDESTRIAN PLAZA AREA AROUND BUILDING, ASPHALT WALKWAYS

DENSE, HOT MIX ASPHALT

50mm Ø  CRUSHED LIMESTONE!
OR RECYCLED CONCRETE !
SUB-BASE COURSE!
COMPACTED TO 98%!
STANDARD PROCTOR

20mm Ø DOWN, CRUSHED !
LIMESTONE OR RECYCLED !
CONCRETE BASE COURSE!
COMPACTED TO 98% !
STANDARD PROCTOR

DENSE, HOT MIX ASPHALT

1,500

COMPACTED SUBGRADE

EXISTING SUBGRADE

50mm (2") ASPHALT

150mm (6") CRUSHED LIMESTONE !
SUB-BASE, 50mm (2") DOWN

75
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ASPHALT WALKWAY SECTION
SCALE: 1:10

1
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ASPHALT PAVEMENT SECTIONS
SCALE: 1:10
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30
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PROOF ROLL !
COMPACTED SUBGRADE

NON-WOVEN GEOTEXTILE FABRIC!
AS PER STANDARD CITY OF !
WINNIPEG CONST. SPEC.

25
0

50
50

15
0

PROOF ROLL !
COMPACTED SUBGRADE

NON-WOVEN GEOTEXTILE FABRIC!
AS PER STANDARD CITY OF !
WINNIPEG CONST. SPEC.

MIN. 1.0% - MAX. 2.0% SLOPE

NON-WOVEN GEOTEXTILE FABRIC!
TO BE PLACED BETWEEN SUBGRADE !
AND GRANULAR BASE AS PER !
CW 3130 - LATEST REVISION

50mm (2") CRUSHED LIMESTONE!
BASE COURSE, 20mm (3/4") DOWN

SOD & TOPSOIL REPAIR!
AS REQUIRED

50mm (2")

3,000 O.C.
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38

90
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90
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203mm Ø (8")  ROUGH 
POSTS PRESSURE 
TREATED ALKALINE 
COPPER QUATERNARY 
(ACQ)

COMPACTED 
NATIVE BACKFILL

COMPACTED 
GRANULAR MATERIAL
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50

NOTE: FOR TWO POSTS ADJACENT TO  
REFLECTIVE ARMATURES 
PROVIDE 13mm DEEP REVEAL FOR  
REFLECTIVE TAPE. APPLY REFLECTIVE  
TAPE IN GROOVE BEFORE INSTALLING IN 
GROUND. REFLECTIVE TAPE: 3M 
SCOTCHLITE DIAMOND GRADE SERIES 
981, WHITE OR APPROVED EQUAL

 
 
1. 
 
 
2.

ALL POSTS TO BE THOROUGHLY TAMPED AND EARTH MOUNDED APPROX. 100mm AT EACH POST FOR 
FUTURE SETTLING. SURPLUS EARTH TO BE DISPOSED OF OFF-SITE BY THE CONATRACTOR. 
 
BOLLARD POSTS ARE TO FOLLOW THE NATURAL CONTOUR OF THE LAND EXCEPT FOR SMALL 
UNDULATIONS WHICH WOULD TEND TO REDUCE THE AESTHETIC APPEARANCE OF THE FINISHED 
PROJECT.

NOTES
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WOOD BOLLARD DETAIL WITH REMOVABLE !
ACCESS CONTROL ARMATURES
SCALE: 1:25

770

76

45
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13mm THICK, GALVANIZED PLATE SHEET

50mm ø GALVANIZED STEEL PIPE

1,500

1,800 O.C./ TYP.

5B - PLAN INSET DETAIL    
SCALE: NTS

5A

1,300 O.C.

150mm WIDE REFLECTIVE  
STRIPING TAPE (WHITE)

150 175 150
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0

411

5A

LANDSCAPE 
CONSTRUCTION 

DETAILS
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16mm GALVANIZED THREADED ROD

GALVANIZED WASHER AND NUT

50mm Ø GALVANIZED STEEL PIPE WITH  
END CAP. WELD TO ANCHOR PLATE 
REFER TO 5A/L105

5C
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WOOD BOLLARD !
SECTION WITH FASTENERS
SCALE: 1:10

13mm ANCHOR PLATE, GALVANIZED

GALVANIZED ACORN NUT AND WASHER

ACCESSIBLE PARA RAMP
SCALE: 1:25
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AXONOMETRIC    

13
m

m

6mm  
RAD.EDGE DETAIL

ROAD/P. LOT 
PAVEMENT  
SURFACE

SECTION

PARA RAMP AT ENTRY PLAZA    

770

REFER TO CURB 
DETAIL 4/L107

Sidewalk Pavement

Road or Parking Lot 

Pavement

1,5
00

 TYP.

1,220

1,220

900

900

SLO
PE TO G

RADE
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BASKETBALL HOOP, 
BACKBOARD, 

GOOSENECK AND 
POLE SUPPLIED BY 

OWNER, INSTALLED 
BY CONTRACTOR

HEAVY DUTY 
ASPHALT PAVING 
REFER TO 1A/L105

457 DIA. x 2000mm DEEP CIP 
CONC PILE. 4 - 15M VERT. & 

10M TIES AT  300 O.C.

45°

'BELL' BOTTOM OF PILE

150mm COMPACTED 
GRANULAR 'A' TO 98% SPD 15

0

FINISH GRADE
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BASKETBALL POLE INSTALLATION
SCALE: 1:20

COMPACTED SUBGRADE !
TO 98% SPD

457 DIA. x 2000mm DEEP CIP 
CONC PILE. 4 - 15M VERT. & 

10M TIES AT 300mm O.C. 
REFER TO STRUCTURAL

'BELL' BOTTOM OF PILE

150mm COMPACTED 
GRANULAR 'A' TO 98% SPD
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SCALE: 1:15

94.0°

7,600

250

612 2,134
(7')

1,500 2,134
1,220

1,000
2,134

1,866
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406

5,000

BUILDING

4C

4B

PLAN4A SCALE: 1:50

81°

5C

TOP SURFACE OF CONCRETE 
SLOPED TO DRAIN


