
PAVING TO BE 125 mm THICK, CONCRETE PAVING. REINFORCED WITH 10m 
R-BAR, @ 500 mm O.C., BOTH WAYS, MIN. 50 mm COVER.  VERY LIGHT BROOM 
FINISH SURFACE.  39 MM DEEP SAWCUT CONTROL JOINTS @ MAX. 3600 MM 
O.C.  CONCRETE TO BE FINISHED WITH ACRYLOTEX COLOUR SURFACING - 
SEE SPECIFICATION FOR FURTHER INFORMATION ON COLOUR SURFACING.

SLOPE AS PER GRADING PLAN DETAIL 1-L3

75 MM DEPTH TOPSOIL AND SOD.  SOD TO MEET 
FLUSH WITH TOP OF PAVING AFTER MODERATE 
COMPACTION OF TOPSOIL EDGE.

SUBGRADE COMPACTED TO 100% 
STANDARD PROCTOR DENSITY 100 MM DEPTH OF 19 MM CRUSHED LIMESTONE 

DOWN, COMPACTED TO 100% STANDARD PROCTOR 
DENSITY
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EDGE OF NEW 
CONCRETE PAVING

BROKEN LINE INIDCATES 
39 MM DEEP SAWCUT 
CONTROL JOINTS, SPACED 
MAXIMUM 3.6 METRES 
O.C. BOTH WAYS

CONCRETE CONTROL JOINT PLAN
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GRADING  PLAN
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EXISTING 
C.B. RIM 
231.91

EXISTING 
C.B. RIM 
ELEV. 232.1
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PROTECT EXISTING 
TREE ROOTS

PROTECT EXISTING 
MANHOLE AND 
UNDERGROUND LEADS.
CONFIRM BASKETBALL 
POST CONCRETE FOOTING 
WILL CLEAR 
UNDERGROUND SEWER 
LIINES.

LIMIT OF 
GRADING

LIMIT OF 
GRADING

INDICATES DIRECTION OF 
DRAINAGE  AND 
PERCENTAGE OF SLOPE

            

NEW GRADE 
ELEVATION

EXISTING GRADE 
ELEVATION

NOTE:  ALL GRADE ELEVATIONS ARE GEODETIC AND IN 
METRES AND HUNDREDTHS OF A METRE

BROKEN LINE INDICATES 
OLD PAVING EDGE 

SOD

SOD

INSTALL 100 MM DEPTH OF WOOD CHIP MULCH BETWEEN 
WEST PROPERTY LINE FENCE AND NEW PAVING.  INSTALL 100 
MM DEPTH GRAVEL BY FENCE OPENINGS.

SLOPE GRASS DOWN FROM BOTTOM 
OF TIMBER TO NEW PAVING 
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