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BID OPPORTUNITY No. 210-2014

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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 NOTES

 1. ADJUST MH AND CB RIMS TO NEW GRADES.

 2. CONTRACTOR TO REGRADE/RENEW EXST PRIVATE

     SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

     RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS

     TO PROTECT EXISTING TREES WITHIN THE LIMITS OF

     CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

     ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

 4. MODIFIED BARRIER CURB TO BE USED AT ALL

     INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

 5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

     UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

 6. ADD 200.000m TO ABBREVIATED ELEVATIONS

     TO OBTAIN GEODETIC ELEVATIONS.

 7. CB SD-024 OFFSETS ARE DIMENSIONED TO BOC. CB SD-025

     OFFSETS ARE DIMENSIONED O/C.

 8. REFER TO UNDERGROUND DRAWINGS No 36 TO 60 FOR

     PROPOSED WATERMAIN AND SEWERMAIN INFORMATION.

 9.  SEE DRAWING No. 61 FOR STREETSCAPING DETAILS.


