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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

P-3354-32

32

RPB

DID/DML

WRJ

BWB

32 61

SCALE:  1:250

0 15m105

SEE DWG No.1

SEE DWG No.1

INFRASTRUCTURE IMPROVEMENTS

HORIZONTAL AND VERTICAL ALIGNMENT

STA 1+640 TO STA 1+770

33.000

TH-12

1
+

7
0

0

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m

NORTHBOUND

PAVEMENT PROFILE

CHAINAGE ALONG

WEST ⅊

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m

SOUTHBOUND

PAVEMENT PROFILE

CHAINAGE ALONG

WEST ⅊

234.000

233.600

234.400

1
+

6
4

0
 
M

A
T

C
H

 
L
I
N

E

1
+

7
5

0

234.000

233.600

234.400

234.000

233.600

234.400

234.000

233.600

234.400

Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

0

14/04/04

14/04/04ISSUED FOR CONSTRUCTION0 RPB

ST. JAMES STREET

100 MP GAS

200 AC WM

450 CONC CS

186.934

157.455

#1065

THE BRICK

#1038

QUIZNOS SUBS

#1038

COMPUTER TRENDS

#1038

TREEHOUSE FURNITURE

#1038

SUSHI HOLIC

#1038

SLEEP COUNTRY

#1045

375 LDS450 LDS

200 WM

S
2
5

S
2
6

200 WM

33.663

33.762

33.633

33.905

34.038

33.866

3

3

.

5

8

9

34.547

34.330

33.749

33.908

3
4
.0

1
4

33.902

34.047

3
4
.0

6
3

34.0
81

33.936

3
4
.0

0
8

33.932

33.9
09

33.7
64

33.716

33.721

33.829

33.763

33.846

33.725

33 .572

33.885

33.875

33 .576

4
.
0

%
7

.
3

%

8
.
0

%
4

.
0

%

3
.
4

%

4
.
0

%
7

.
6

%

1
+

6
5

0

1
+

7
0

0

1
+

7
5

0

ADJUST MH

FRAME & COVER

ADJUST MH

FRAME & COVER

REMOVE EXST CB &

ABANDON SSP

REMOVE EXST CB &

ABANDON SSP

LIMIT OF P. LOT

RECONSTRUCTION

LIMIT OF P. LOT

RECONSTRUCTION

LIMIT OF P. LOT

RECONSTRUCTION

RENEW CONC

APPROACH SD-232

RENEW CONC

APPROACH SD-232

RENEW CONC

APPROACH SD-232

RENEW CONC

APPROACH SD-232

STA 1+755.663-LIMIT OF CONC

PAVT RECONSTRUCTION

ADJUST MH

FRAME & COVER

(BY OTHERS)

⅊

3
.
6

2
5

3
.
6

2
5

2
.
9

0
0

2
4

.
4

0
0

2
.
0

0
0

3
.
6
2
5

3
.
6
2
5

2
.
4

4
6

2
0

.
1

1
7

3
.
5

8
1

3
.
5

8
1

2
.
8

9
6

3
.
5

8
1

3
.
5

8
1

2
.
8

9
6

4
.
2

8
3

7.500

8.544

7.651

7.675

3.000

TRANS

0
.
5
3
%

-
0
.
5
0
%

-
0
.
5
9
%

E GUT EL 33.936

E GUT EL 33.725

E GUT EL 33.764

E GUT EL 33.576

-
0
.
5
0
%

-
0
.
5
9
%

0

.
6

5

%

0.15%

1+661.700

E MED GUT EL 34.081

1+696.066

E MED GUT EL 33.909

1+727.645

E MED GUT EL 33.721

1+744.373

E MED GUT EL 33.829

1+755.663

E MED GUT EL 33.846

EAST GUTTER

EAST MEDIAN LANE GUTTER

EXISTING GROUND AT

EAST PROPERTY LINE

EXISTING GROUND AT

EAST GUTTER

EXISTING GROUND AT

EAST MEDIAN LANE

0
.
5
7
%

0
.
5
7
%

-
0
.
5
0
%

0

.
6

8

%

W GUT EL 33.902

W GUT EL 33.572

W GUT EL 33.763

0

.
6

8

%

0.15%

-
0
.5

0
%

-
0
.
5
0
%

W MED GUT EL 34.047

1+744.373

W MED GUT EL 33.829

1+755.663

W MED GUT EL 33.846

1+696.096

W MED GUT EL 33.875

1+727.645

W MED GUT EL 33.716

-
0
.
6
0
%

-
0
.
5
5
%

0
.4

5
%

0
.4

0
%

1+670.776

W MED TL EL 34.008

1+684.707

W MED TL EL 33.932

1+649.672

W MED TL EL 34.014

1+661.700

W MED TL EL 34.063

WEST GUTTER

WEST MEDIAN TURN LANE

WEST MEDIAN LANE GUTTER

EXISTING GROUND AT

WEST GUTTER

EXISTING GROUND AT

WEST MEDIAN LANE

EXISTING GROUND AT

WEST PROPERTY LINE

0
.
5
0
%

-
0
.
5
0
%

0

.
6

8

%

0
.
5
0
%

0

.
6

8

%

0.15%

-
0
.
5
0
%

-
0
.
6
0
%

0
.4

0
%

 NOTES

 1. ADJUST MH AND CB RIMS TO NEW GRADES.

 2. CONTRACTOR TO REGRADE/RENEW EXST PRIVATE

     SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

     RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS

     TO PROTECT EXISTING TREES WITHIN THE LIMITS OF

     CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

     ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

 4. MODIFIED BARRIER CURB TO BE USED AT ALL

     INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

 5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

     UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

 6. ADD 200.000m TO ABBREVIATED ELEVATIONS

     TO OBTAIN GEODETIC ELEVATIONS.

 7. CB SD-024 OFFSETS ARE DIMENSIONED TO BOC. CB SD-025

     OFFSETS ARE DIMENSIONED O/C.

 8. REFER TO UNDERGROUND DRAWINGS No 36 TO 60 FOR

     PROPOSED WATERMAIN AND SEWERMAIN INFORMATION.

 9.  SEE DRAWING No. 61 FOR STREETSCAPING DETAILS.


