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DISCONNECT, REMOVE & DISCARD ALL 4 EXISTING
RELIEF AIR DUCT GRILLES ON LOBBY SIDE & STAIRWELL
SIDE. SEE NOTES FOR WALL PATCHING

@EXISTING (3) EXIT SIGNS TO REPLACED. REINSTALL (3)
= NEW "RUNNING MAN" EXIT SIGNS AS PER ELEC. DWGS.

RELOCATE EXISTING SURFACE MOUNTED WIREMOLD FOR
CAMERA ABOVE NEW ACOUSTIC CEILING HEIGHT @ 8-0".
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EXISTING SLIDING FIRE POCKET DOORS &

RENOVATION LEGEND
< CEILING SYSTEMS
NEW CEILING HEIGHTS
CORRIDOR B-38

AREA OF NEW 24" x 48" ACOUSTIC CEILING TILE & T-BAR SYSTEM.
SYSTEM TO BE CORTEGA SECOND LOOK Il #2776, W/ 9/16"

ANGLED TEGULAR
BASEMENT LOBBY B-30 & B-31

AREA OF NEW 24" x 24" ACOUSTIC CEILING TILE & T-BAR SYSTEM TO
BE CERTAINTEED CASHMERE, REVEAL EDGE CM-454, SUSPENDED
IN AWHITE COMMERCIAL GRADE T-BAR & SHADOW MOULDING

SM1020 @ PERIMETER.
AREAS OF NEW GYPSUM BOARD BULKHEADS -SEE SECTIONS &
e aes NOTES FOR DETAILS
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SUPPLY & INSTALL 3 5/8" STEEL STUDS IN TRANSOM FRAME ABOVE
DOOR & APPLY 1/2" GYP. BD. INSTALL +-5/8" GYP. BD. TO AREA
WHERE PLASTER WAS REMOVED FROM MASONRY BLOCK OR
PROVIDE STRAPPING ON EXISTING SURFACE & ADD 1/2* OR /8" GYP.
BD. TO WALL AND AROUND CORNER. PATCH & PREPARE FOR PAINT.
PROVIDE J MOLD WHERE NEEDED. MAKE NEW WALL EITHER FLUSH
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| NOTES:
THESE DRAWINGS SHALL NOT BE SCALED.

THE CONTRACTOR SHALL VISIT THE SITE AND SATISFY ONESELF ALL DIMENSIONS, DATUM, AND
DETAILED INFORMATION SHOWN ARE CORRECT.

THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL, MECHANICAL,
ELECTRICAL AND STRUCTURAL DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS,
WALLS, AND CEILINGS FOR DUCT, PIPE & ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN
ON DRAWINGS.

ALL OPENINGS THROUGH FIRE ASSEMBLIES ARE TO BE FIRE STOPPED AND SEALED WITH ULC
APPROVED FIRE STOPPING TO MAINTAIN THE INTEGRITY OF THE FIRE SEPARATION, AND
PPROVIDE A SMOKE-TIGHT BARRIER.

ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
MANUFACTURER'S SPECIFICATIONS & APPLICABLE CODES.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL EXISTING
CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING THE PART OF THE
RENOVATION WORK.

WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING AREAS (REFER TO FLOOR

PLAN AND ROOM SCHEDULE) THE EXISTING FLOORING SURFACE AND BASE MUST BE REMOVED,

UNLESS OTHERWISE NOTED. ALL FLOOR SURFACES SHALL BE PREPARED IN ACCORDANCE TO
MANUFACTURER'S RECOMMENDATIONS FOR INSTALLATION OF NEW FLOOR.

WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM SCHEDULE, THESE WALLS
MUST BE CLEANED OF ANY EXISTING WALL COVERING, PATCHED & PREPARED TO ACCEPT NEW
MATERIAL, UNLESS OTHERWISE NOTED.

U/S OF NEW ACOUSTIC CEILING SYSTEM

EXISTING WALL PATCHING

BASEMENT FLOOR

PATCH (2) EXISTING STAIRWELL WALL OPENINGS TO
MATCH EXISTING STAIRWELL WALL CONSTRUCTION ON
BASEMENT LEVEL.

PENTHOUSE LEVEL

PATCH EXISTING STAIRWELL #1 WALL OPENING &
FLOOR OPENING (APPROX. 14" x 6”) TO MATCH EXISTING
STAIRWELL WALL CONSTRUCTION.

PATCH EXISTING STAIRWELL #2 WALL OPENING
(APPROX. 14" x 8") TO MATCH EXISTING STAIRWELL
WALL CONSTRUCTION.

NEW PAINT
PRIME, PATCH PAINT ALL NEW BULKHEADS TO MATCH
EXISTING COLOUR ON SITE.

PATCH & PAINT ALL LOBBY & CORRIDOR WALLS WHERE
NEW CEILING IS BEING INSTALLED. COLOUR TO MATCH
EXISTING COLOUR ON SITE.
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