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BID OPPORTUNITY No. 463-2014

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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SCALE:  1:250
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2014 REGIONAL STREET

RENEWAL PACKAGE

KING EDWARD STREET SOUTHBOUND &

CENTURY STREET NORTHBOUND

HORIZONTAL GEOMETRY

S/B KING EDWARD STREET TO W/B NOTRE DAME AVENUE

Certificate of Authorization

MORRISON HERSHFIELD

No. 1736
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CURVE TABLE

CURVE

C1

C2

C3

C4

RADIUS

20.000

80.000

165.000

165.000

LENGTH

24.435

27.925

13.718

13.718

DELTA

70°00'00"

20°00'00"

4°45'49"

4°45'49"

TANGENT

14.004

14.106

6.863

6.863

0+735 KING EDWARD STREET

PAVEMENT STRUCTURE

SECTION
A

-

50 TYPE 1A ASPHALTIC CONC

200 REINFORCED CONC PAVT

75 - 20mm BASE COURSE

300 - 50mm SUB-BASE COURSE

NON WOVEN GEOTEXTILE FABRIC

PREPARED SUBGRADE

20m TIE BAR

600 LONG @ 900 OC

2.938

1.500

1.000

W PL

3.750

0.600

4.114 4.114 3.574

SAW CUT EXISTING PAVEMENT

FULL DEPTH AND REMOVE

PAVEMENT AND CURB

75 TOPSOIL & SOD

EXISTING

PAVEMENT

SCALE 1:100H

0 3m21

0 6m42

SCALE 1:50V

100 CONC SIDEWALK

50 - 20mm BASE COURSE

PREPARED SUBGRADE

MONOLITHIC CONC

SPLASH STRIP (SD-223A)


