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BID OPPORTUNITY No. 463-2014

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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SCALE:  1:250
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2014 REGIONAL STREET

RENEWAL PACKAGE

KING EDWARD STREET SOUTHBOUND &

CENTURY STREET NORTHBOUND

HORIZONTAL AND VERTICAL ALIGNMENT

STA 1+360 TO STA 1+500
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33.000

TH-12

Certificate of Authorization

MORRISON HERSHFIELD

No. 1736
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CHAINAGE ALONG

℄ROW
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234.800

233.200

232.800

233.600

234.400

234.000

234.800

 NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. MODIFIED BARRIER CURB TO BE USED AT ALL

INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

6. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

7. CB SD-024 OFFSETS ARE DIMENSIONED TO BOC. CB

SD-025 OFFSETS ARE DIMENSIONED O/C.

8. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.
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WEST PROPERTY LINE

EX WEST CENTERLINE

EX WEST GUTTER

EX WEST MEDIAN GUTTER

WEST CENTERLINE

WEST GUTTER

WEST MEDIAN GUTTER

W GUT EL 233.570

W GUT EL 233.705

W GUT EL 233.790 W GUT EL 233.665

W GUT EL 233.580

W GUT EL 233.465

W GUT EL 233.495

1+362.566

W MED GUT EL 233.742

1+373.000

W MED GUT EL 233.735

1+395.000

W MED GUT EL 233.870

1+416.000

W MED GUT EL 233.955

1+449.000

W MED GUT EL 233.830

1+466.000

W MED GUT EL 233.745

1+498.869

W MED GUT EL 233.630

W CL EL 233.618

W CL EL 233.652

W CL EL 233.787

W CL EL 233.872 W CL EL 233.747

W CL EL 233.663

W CL EL 233.548
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KING EDWARD STREET

THE SALS STORE

#1800

SALISBURY HOUSE

RESTAURANT

#1832A

WINNIPEG DIESEL

INJECTION LTD.

#1832B

WESCLEAN

BUS

EXISTNG

ASPHALT OVERLAY

EXISTING FINISHED CONC

EXISTING 1.14/100 TAPER
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300 AC WM

450 CMP LDS

2700 CONC LDS
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ROGERS

200 CONC WWS

250 PVC WWS

ABAND 250 WWS

250 PVC WWS

ADJUST EX CB F&C

REMOVE EX CI AND CI BOX

1+362.566 O/S 10.973L

INSTALL 1200 DP CB (SD-024)

RIM EL 33.495,

250 W INV 32.445 BOT EL 31.845

C/W 250 x 9.5 SSP @ 0.90%

CONNECT TO EX MH

1+361.449 @ INV ±32.36

ADJUST EX MH F&C

ADJUST EX MH F&C

LIMIT OF MILLING /

ASPHALT OVERLAY

MATCH EXISTING

LIMIT OF MILLING /

ASPHALT OVERLAY

MATCH EXISTING

LIMIT OF MILLING /

ASPHALT OVERLAY

MATCH EXISTING

LIMIT OF MILLING /

ASPHALT OVERLAY

MATCH EXISTING

LIMIT OF MILLING /

ASPHALT OVERLAY

MATCH EXISTING
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